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Abstract

These Application Notes describe the steps to configursidesnitiation Protocol (SIP
Trunking betweerintelePeer CoreCloudnd an AvayaSIP-enabled enterprissolution. The
Avaya solution consists of Avayaura® Session Marger 7.0, Avaya Aura® Communication
Manager 7.0, Avaya Session Border Controllefor Enterprise 7.1 and various Avayd
endpoints.

Readers should pay attention $ection 2 in particular the scope of testing as outlined
Section 2.1as well as the obseations noted irBection 2.2to ensure that their own use ca
are adequately covered by this scope and results

IntelePeer CoreClouds a member of the Avaya D€wnnectService Provider progran
Information in these Application Notes has been obtathedugh DeZonnectcompliance
testing and adtonal technical discussionslesting was conducted via the [Zonnect
Program at the Avaya Solution and Interoperability Test Lab.
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1. Introduction

These Application Notes describe the steps to configure Session Initiation Protocol (SIP)
Trunking betweenntelePeer CoreClouand an Avaya P-enabled enterprise solutiofihe
Avaya solution consists of Avaya Afr&ession Managét.0, Avaya Aur&® Communication
Manager7.0, AvayaSession Border Controlléor Enterprise AvayaSBCE)7.1and various
Avaya endpoints

Customers using this AvayalP-enabled enterprissolution withintelePeer CoreClou8IP

Trunk are ale to place and receive PSTN calls via a broadi@AdN connectiorandthe SIP
protocol. This converged network solution is an alternative to traditional PSTN trunks such as
ISDN-PRI.

2. General Test Approach and Test Results

The general test approach wasbnnect a simulated enterprise siténtelePeer CoreClou8IP
Trunkvia the public Internet and exercise the features and functionality lis&ettron2.1

The simulated enterprise site was comprised of CommunicatioaddanSession Manager and
the Avaya SBCEwith various types of Avaya phones.

DevConnect Compliance Testing is conducted jointhAlkigya and DevConnect membetse
jointly-defined test plan focuses on exercising APIs and/or stantlasgsl interfaces parent

to the interoperability of the tested products and their funcite®lDevConnect Compliance

Testing is not intended to substitute full product performance or feature testing performed by
DevConnect members, nor is it to be construed as an emdemns by Avaya of the suitability or

compl eteness of a DevConnect memberdés solutio

2.1. Interoperability Compliance Testing

To verify SIP trunking interoperabilityhe following features and functionality were covered
during the mteroperability complianceest.

Response to SIP OPTIONS queries

Incoming PSTN calls to variousvaya deskhone types including H.323, SIP, digital,

and analogt the enterpriséill inbound PSTN calls were routed to the enterprise across

the SIPtrunk from the service provider

1 Outging PSTN calls from variou&vaya deskhone types including H.323, SIP, digital,
and analogt the enterpriséAll outbound PSTN calls were routed from the enterprise
across the $ trunk to the service provider

1 Inbound and outbound PSTN calls to/frepttphones. Two Avaya soft phones were used

in testing:Avaya oneX® Communicatof1XC) and AvayaCommunicatofor Windows.

1XC supports twavork modes ComputerandOther Phong Each supported mode was

tested. 1XC also supports two Voicever IP (VolP) préocols: H.323 and SIP. Both

protocols were testedvaya Communicatofor Windows was used in testing as a simple

SIP endpoint fobasic inbound andutboundcalls

T
T
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SIPtransport usingJDP, port 5060 between the Avaya enterprise dntklePeer
CoreCloud

Direct IPto-l P Medi a ( al so XoxeoasiP Teusk. Dresthi®-fPf | i ng o
Media allowsCommunication Manager to reconfigure the RTP path after call
establishment directly between the Avaya phones and the Avaya SBCE releasing media
processing resaoes on the Avaya Media GatewaryAvaya Media Server

Various call types includindocal call,long distance, irnational, outbound tefree,
inbound toltfree, and 911 service

CodecG.711MU, G.729A

Caller ID presentation and Caller ID restriction

Regponse to incompleteall attempts anttunk errors

Voicemail navigation for inbound and outbound calls

User features such as hold and resunternal call forwardingtransfer, and conference
Off-net calltransfer, conferenceff-netcall forwarding forwardingto Avaya Aur&
Messagin@ndEC500 mobility(extension to cellular)

SIP relnvite/Update in offnetcall transfer

SIP Diversion teader inoff-net callforward

Call Center scenarios

Faxusing G.711 pasthrough mode

Mobility EC500

DTMF - RFC2833

Remote Worker

Items notsuppotedincluded the following:

il
il
T
T

2.2.

Registration and authentication

Outbound Assisted Operator calls

Local Directory Assistance Calls (e.g. 411 in US)
Fax T.38 mode

Test Results

Interoperability testing olintelePeer CoreClou8IP Trurk was completeduccessfuy with the
limitation listed below:

T

Dynamic match of Payload Type was in failure of ouband DTMF - RFC2833 tone
transmission - IntelePeer CoreCloud could not configure the capable of dynamically
matching to different RFC2833 plagpd types at the same time from the enterprise site.
Therefore, administrator makes sure to use either Payload Type 101 or 120 for RFC2833
DTMF but not both at the same time. All endpoints must support the same DTMF
Payload type.

The call was not establied successfully between PSTN phones after completingeoff
blind/attended call transfeising SIP REFER methddFor this call scenario, IntelePeer
CoreCloud expected Avaya CM to release the trunks and shuffle media after completing
off-net call trasfer using SIP REFER. Howeveaas Avaya CM design, Avaya did not
release the trunks and shuffle media unless Avaya CM received 180 ringing @K200
sipfrag NOTIFY from Intel@eer CoreCloud. As the result, IntelePeer CoreCloud could
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notestablish the call beteen PSTN phones after completing-oét call transfer using

SIP REFER. This issue is under investigation by IntelePeer CoreCloud. Note: -Figg off
blind/attended call transfevas tested and worked propeusing SIP RENVITE

method

2.3. Support

For techntal support onhe IntelePeeCoreCloud SIP Trunk Service, please contact customer
service at 4866-780-8639 or visit:http://www.intelepeer.com/SIPTrunking

Avaya customers may obtain documentatiod smpportor Avaya products by visiting
http://support.avaya.condlternatively in the United States, (866) GAVAYA (866-4628292)
provides access to overall sales and service support menus.
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3. Reference Configuration

Figure lillustrates asample Avay&aSIP-enabled enterprisslution connected timtelePeer
CoreCloudSIP Trunk This is the configuration usédr compliance testing

For confidentiality and privacy purposes, actual public IP addresses used istihg have
been masked out and replaced with fictitious IP addresses throughout the dodinment.
10.10.98.X network has been subdivided and the inside of the SBCE is connected to the
10.10.98.0/8 network while the outside of the SBCE is connected td.¢h&0.98.96/27
network.

VMware®-based Avaya Appliance Avaya Aura® Applications:
Virtualization Platform Avaya Aura‘“\‘ Communication Manager (10.33.10.44)
Avaya-Supplied Server AvayaAura? System Manager (10.33.10.41)
Avaya Aura” Session Manager (10.33.10.42/43)
Avaya Aura® Messaging (10.33.10.45)
331040 Avaya Aura® Media Server (10.33.10.47)
3311
( 10.X.X.X ()
10981  |10981 \ \ 33101
= _ Avayaone-X®
= :
\= Communicator/
B 3 Avaya
Avaya 9600 Series | P Deskphones Communicator for
109834 |.109813 (H.323/5P) Windows (SIP) 331015
H Avaya Session Border Controller - = Avaya G450
123 111 for Enterprise _ Media Gateway

ol

97 .97 |
( 10.10.98.X 0 & ¥ 3

Anaog FAX Digital
Remote Worker - Deskphone Deskphone
Avaya Communicator 1408D
for Windows (SIP)

DevConnect Test LAB

IntelePeer CoreCloud SIP
Trunk Services
Network Cloud

Signaling Server IP Address: 192.168.123.173 (UDP:5060)
DID numbers: 518X XX4980, 518X XX4981,

518X XX4982, 518X XX 4983, 518X XX 4984 PSTN Phones FAX

Figure 1: Avaya IP Telephony Netvork and IntelePeer CoreCloudSIP Trunk
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4. Equipment and Software Validated

The following equipment and software were used for the sample configuration provided:

Equipment/Software Release/Version
Avaya Aur® Communication Manager 7.0.1.1.0 SP1
running on VMwaré-based Avaya appliance (Patch00.0.441.623523
Avaya G450 Media Gateway HW2 FwW37.39
- MM711AP Analog HW46 FWO096
- MM712AP Digital HW10 FW014
- MM710AP HW5 FW020
Avaya Aurd Session Manager 7.0.1 SP1
running on VMwaré-based Avaya appliance Build No: 7.0.1.1.701114
Avaya Aurd System Manager 7.0.1.1
running on VMwar&-based Avaya appliance Build No: 7.0.0.0.16266
Software Update Revision No: 7.0.1.1.06537
Avaya Aur® Messaging 6.3.3 SP5
running on VMwaré&-based Avaya appliance
Avaya Aur® Media Server 7.7.0.359
running on VMwaré&-based Avaya appliance
Avaya Session Border Controller for Enterprig 7.1.0.207-12090
running on Dell R2Q V2 Server
Avaya 9621G IP Deskphone (SIP) Avayd® Deskphone SIP 7.0.158
Avaya 9621G IP Deskphone (H.323) Avaya® IP Deskphone
6.6.302
Avaya 9641 IP Deskphone (H.323) Avaya® IP Deskphone
6.6.302
Avaya Digital Deskphone (1408D) R46
Avaya Communicator for Windows 2.1.4.84SP4
Avaya oneX® Communicator (H.323 & SIP) 6.2.12.04SP12
Avaya Analog Deskphone N/A
HP Officejet 4500 Fax N/A
Equipment/Software Release/Version
Taqua 3.1.1.7

Table 1: Equipment and Software Tested

The specific configuration above was used foratmplianceesting.Note that thisolution will
be compatible with other Avaya Server and Media Gateway platfannméng similar versions
of Communication Manager ai8ksion Manager

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 8 of 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



Note: From Release 7.0, Avaya uses the VMWarteased Avaya Appliance Virtualization
Platform toprovide virtualization for Avaya Aufaapplications in Avaya appliance offer.
Avaya-appliance offer includes: ) ) )

A Common Servers: DélIPowerEdgeé R610, DelF PowerEdgeé R620, HP ProLiant

DL360 G7(It was used for theompliance testingland HP ProLiant DL360p G8

A S8300D and S8300E
Appliance Virtualization Platform is the customized OEM version of VM{&8Xi 5.5. With
Appliance Virtualization Plérm, customers can run any combination of supported applications
such as Avaya AufaCommunication Mnager, Avaya AufaSystemManager Avaya Aur&
Session Manager, Avaya AlfrdMessagingandAvaya Aur& Media Serveon Avaya-supplied
servers Appliance Vrtualization Platform provides greater flexibility in scaliogstomer
solutions to individual requirement&ppliance Virtualization Platform is available only in an
Avayaappliance offer. Avayappliance offedoes not support VMware tools, such as i€en
and vSphere Client. You can configure ananage Appliance Virtualization Platformy using
SolutionDeployment Manager that is part®ystem Manager, or by installing the Solution
Deployment Manager client

It is assumed the general installatiorMdware®- based Avaya Appliance Virtualization
Platform Avaya Aur& Communication Mnager, Avaya AufaSystemManager Avaya Aur&
Session Manager, Avaya AfrdessagingAvaya Aurd® Media ServeandAvaya Media
Gateway has been previously qoleted and iiot discussed in this document.
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5. Configure Avaya Aura® Communication Manager

This section describes the procedure for camiigg Conmunication Manager faintelePeer
CoreCloudSIP Trunk

The Communication Manager configuration was performed usag§ystem Access Terminal
(SAT). Some screens in this section have been abridged and highlighted for brevity and clarity in
presentation.

5.1. Licensing and Capacity

Use thedisplay systemparameters customeroptions command to verify that thglaximum
Administered SIP Trunksvalue onPage 2is sufficient to support the desired number of
simultaneous SIP calls across all SIP trunks at the enterprise including any trunks to the service
provider. The example shows tR#I00 SIP trunks are available and 18 inuse. The license

file installed on the system controls the maximum values for these attribeesquired feature

is not enabled or there is insufficient capacity, contact an authorized Avaya sales representative
to add additional capacity.

display system - parameters customer - options Page 2 of 11
OPTIONAL FEATURES

IP PORT CAPACITIES USED
Maximum Administered H.323 Trunks: 4 000 O
Maximum Concurr ently Registered IP Stations: 2400 2

Maximum Admin istered Remote Office Trunks: 4 000 O
Maximum Concurrently Regis tered Remote Office Stations: 24 00 O
Maximum Concu rrently Registered IP eCons: 68 0

Max Concur Registered Unauthenticated H.323 Stations: 100 0
Maximum Video Capable Stations: 24 00 O
Maximum Video Capable IP Softphones: 24 00 5

Maimum Administered SIP Trunks: 4000 100

Maximum Administered Ad - hoc Video Conferencing Ports: 4000 O
Maximum Number of DS1 Bo  ards with Echo Cancellation: 80 0

Figure 2: SystemParameters CustomerOptions Form i Page 2
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OnPage4, verify thatARS is set toy.

display system - parameters customer - opt ions Page 4 of 11
OPTIONAL FEATURES
Abbreviated Dialing Enhanced List? n Audible Message Waiting? y
Access Security Gateway (ASG)? n Authorization Codes? y
Analog Trunk Incoming Call ID? y CAS Branch? n
A/D Grp /Sys List Dialing Start at 01? y CAS Main? n
Answer S upervision by Call Classifier? y Change COR by FAC? n
ARS?y Computer Telephony Adju nct Links? y
ARS/AAR Partitioning? y Cvg Of Calls Redirected Off -net?y
ARS/AAR Dialing without FAC? n DCS (Basic)? y
ASAI Link Core Capabilities? y DCS Call Coverage? y
ASAI Link Plus Capabilities? y DCS with Rerouting? y
Async. Transfer Mode (ATM) PNC? n
Async. Transfer Mode (ATM) Trunking? n D igital Loss Plan Modification? y
ATM WAN Spare Pro cessor? n DS1 MSP?y
ATMS?y DS1 Echo Cancellation? y
Attendant Vectoring? Y

Figure 3. SystemParameters CustomerOptions Form i Page4

OnPage6, verify thatPrivate Networking andProcessor Ethernetare set tq.

display system - parameters customer - options Page 6 of 11
OPTIONAL FEATURES
Multinational Locations? n Station and Trunk MSP? y
Multiple Level Precedence & Preemption? n  Stat ion as Virtual Extension? y

Multiple Locations? n
System Management Data Transfer? n

Personal Station Access (PSA)? y Tenant Partitioning? y
PNC Duplication? n Terminal Trans. Init. (TTI)? y
Port Net work Support? n Time of Day Routing? y
Posted Messages? y TN2501 VAL Maximum Capacity? y
Uniform Dialing Plan? y
Private Networking? y Usage Allocation Enhancements? y
Processor and System MSP? y
Processor Ethernet? y Wideband Switching? y
Wireless? n

Remote Office? y
Restrict Call Forward Off Net? y
Secondary Data Module? y

Figure 4. SystemParameters CustomerOptions Form i Page6
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5.2. System Features

Use thechangesystemparameters features command to set therunk -to-Trunk Transfer
field to all for allowing inboundcalls from the PSTN to be traesfedto another PSTN
endpoint.If for security reasons, incoming calls should not be allowdsbtoansferedback to
the PSTN then leave the field setrtone

change system - parameters features Page 1of 20
FEATURE RELATED SYSTEM PARAMETERS
Self  Station Display Enabled? n
Trunk - to - Trunk Transfer: all

Automatic Callback with Called Party Queuing? n

Automatic Callback - No Answer Timeout Interval (rings): 3

Call Park Timeout Interval (minutes): 10
Off - Premises Tone Detect Timeout Interval (seconds): 20

AAR/ARS Dial Tone Required? y

Figure 5. SystemParametersFeatures Formi Page 1

OnPage 9 verify that a text strindnas been defined to replace the Calling Party Number (CPN)
for restricted or unavailable call$his text string is entered in the two fields highlighted below.
The compliance test used the valueonbnymousfor both The value oinonymousis replaced
for restricted numbers and unavailable numbefe( toSection5.8).

change system - parameters features Page 9 of 19
FEATURE RELATED SYSTEM PARAMETERS

CPN/ANV/ICLID PARAMETERS
CPN/ANV/ICLID Replacement for Restricted Calls: anonymous
CPN/ANI/ICLID Replacement for Unavailable Calls: anonymous

DISPLAY TEXT
Identity When Bridging: principal
User Guidance Display? n
Extension only label for Team button on 96xx H.323 terminals? n

INTERNATIONAL CALL ROUTING PARAMETERS
Local Country Code:
International Access Co de:

SCCAN PARAMETERS
Enable Enbloc Dialing without ARS FAC? n

CALLER ID ON CALL WAITING PARAMETERS
Caller ID on Call Waiting Delay Timer (msec): 200

Figure 6. SystemParametersFeatures Formi Page 9
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5.3. IP Node Names

Usethe changenode-names ipcommand to verify that nodeames have been previously
defined for the IP addressas below:

1 MessagingName AAMVM , IP Address: 10.3310.45

1 Media ServerName AMS, IP Address. 10.33.10.47

1 Session ManageName bvwasmz2 IP Address. 10.33.10.43

1 Communication ManageName procr, IP Address 10.33.10.44
These node names will be needed for defining the service provider signaling g8ergtiam
5.7.

change node - names ip Page 1lof 2
IP NODE NAMES
Name IP Address
AAMVM 10.33.10.45
AMS 10.33.10.47
bvwasm?2 10.33.10.43
default 0.0.0.0
procr 10.33.10.44
procré "

Figure 7: Node-Names IP Form

5.4. Codecs

Use thechange ipcodecsetcommando define a list of codecs to use for calls between the
enterpise and the service providén.the compliane testjp-codecset 1wasused for this
purposelntelePeer CoreClousupports th&.711MU, andG.729A codes. Default values can
be used for all othefields.

changeip - codec -setl Page 1lof 2
IP CODEC SET
Codec Set: 1
Audio Silence  Frames Packet
Codec Suppression Per Pkt Size(ms )
1. G.711MU n 2 20
2: G.729A n 2 20
Media Encryption Encryption SRCTP: enfore - enc- srtcp
1:1 -srtp - aescml128- hmac80
2:none

Figure 8: IP-CodecSet Formi Page 1

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 130f 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



OnPage 2 set theFAX Mode to off. IntelePeer CoreCloud supports kesingG.711 pass
through mode

changeip -codec -setl Page 2 of 2
IP CODEC SET
Allow Direct - [P Multimedia? n
Mode Redundancy Packet Size(ms)
FAX off 0
Modem off 0
TDDI/TTY us 3
H.323 Clear - channel n 0
SIP 64K Data n 0 20

Figure 9: IP-CodecSet Formi Page 2
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5.5. IP Network Region for Media Gateway, Media Server

Network region provide a means to logically group resources. In the shared Communication
Manager configuration used for the testing, both Avaya G450 Media Gateway and Avaya Media
Server were tested and used oegl.For the compance test, IP networkegion1 was chosen

for the service provider trunk.

Use thechange ipnetwork-region 1 command to configure regidnwith the following
parameters:

1 Set theAuthoritative Domain field to match theSIP domain oftie enterpriseln this
configuration, the domain namehlswdev.com This name appears in the From header
of SIP messages originating from this IPioeg

Enter a descriptive name in thNeame field

EnablelP-1P Direct Audio(shuffling) to allow audio trafit to be sent directly between IP
endpoints without using media resoes in the Avay&450Media Gatewayr Avaya
Media ServerSet bothintra -region IP-IP Direct Audio andinter-region IP-IP Direct
Audio to yes Shuffling can be further restricted at tinenk level on the Signaling
Group formin Secton 5.7

1 SettheCodec Seffield to the IP codec set defined$ection5.4

1 Default values an be used for all other fields

E

change ip - netwo rk - region 1 Page 1of 20
IP NETWORK REGION
Region: 1
Location: 1 Authoritative Domain: bvwdev .com
Name: procr Stub Network Region: n

MEDIA PARAMETERS Intra -regionIP - |IP Direct Aud io: yes

Codec Set: 1 Inter -regionIP - IP Direct Audio: yes

UDP Port Min: 2048 IP Audio Hairpinning? n

UDP Port Max: 3329
DIFFSERV/TOS PARAMETERS
Call Control PHB Value: 46
Audio PHB Value: 46
Vi deo PHB Value: 26
802.1P/Q PARAMETERS
Call Control 802.1p Priority: 6
Audio 802.1p Priority: 6
Video 802.1p Priority: 5  AUDIO RESOURCE RESERVATION PARAMETERS
H.323 IP ENDPOINTS RSVP Enabled? n
H.323 Link Bounce Recovery? y
Idle Traffic Interval (sec): 20
Keep- Alive Interval (sec): 5
Keep- Alive Count: 5

Figure 10: IP-Network-Region Form
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The following display command shows tmaédia-gateway 1lis an Avaya G486 Media
Gateway configured faletwork Region 1 It can also be observed that tBentroller IP
Addressis the Avaya Processor Ethern20(3310.44, and that the gatewdGP IPv4
Addressis 10.33.10.15These fields are not configured in this screen, but just display the
current information fothe Media Gateway.

display  media - gateway 1 Page 1lof 2
MEDIA GATEWAY 1

Type: g450
Name: g450
Serial No: 12TG18000244
Link Encryption Type: any - ptisitls Enable CF? n
Network Region: 1 Location: 1
Site Data:
Recovery Rule: none

Registered? y
FW Version/HW Vintage: 37 .39 .0 11
MGP IPV4 Address: 10.33.10.15
MGP IPV6 Address:
Controller IP Address . 10.33.10.44
MAC Address: 3c:3a:73:17:¢c5 :a8

Mutual Authentication? optional

Figure 11. Media Gatewayi Page 1

The following sceen shows Page 2 for Media Gateway 1. The gateway hdbaa2 media

module supporting Avaya digital phones in siit, anMM711 supporting aalog phones on

slotV2, and the capability to provigaeswayannounceme:
announcements in logical slotV9.

display media - gateway 1 Page 2of 2
MEDIA GATEWAY 1
Type: g450
Slot Module Type Name DSP Type FW/HW version
V1 MM712 DCP W MP80 153 7
V2: MM711 ANA MM
V3:
V4:
V5:
VG6:
V7:
V8: Max Survivable IP Ext: 8
V9: gat eway-announcements  ANN VMM

Figure 12 Media Gatewayi Page 2
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The following display command shows thaedia-server 1is an Avga Media Server
configured forNetwork Region 1 It can also be observed that tlede Name AMS (Defined
in Section5.3) andthe Signaling Group: 11 (Defined inSection5.7) have been usedhese
fields are not configured in this screen, but just display the mui®rmation for the Media
Server

display  media - server 1
MEDIA SERVER

Media Server ID: 1

Signaling Group: 11
Voip Channel License Limit: 10
Dedicated Voip Channel Licenses: 10

Node Name: AMS
Network Region: 1
Location: 1
Announcement Storage Area:

Figure 13 Media Server
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5.6. Configure IP Interface for procr

Use thechange ipinterface procr command to change the Processor Ethernet (procr)

parameters. The following screen shows the paramased in the sample configuration. While

the focus here is the use of the procr for SIP Trunk signaling, observe that the Processor Ethernet
will also be used for registrations from H.323 IP TelephokesureEnable Interfaceisy and

Network Regionis 1.

change ip - interface procr
IP INTERFACES

Type: PROCR
Target socket load: 480 0
Enable Interface? y Allow H.323 Endpoints? y
Allow H.248 Gateways? y
Network Region: 1 Gatekeeper Priority: 5

IPV4 PARAMETERS
Node Name: procr IP Address: 10.33.10.44
Subnet Mask: /2 4

Figure 14: IP-Interface Form

5.7. Signaling Group

Use theadd signalinggroup command to create signaling greugetweenCommunication
Manager and Session Manageor the conpliance test, signaling gro@® was used foboth
outbound and inbouhcallsbetween the servicproviderand the enterprisdt wasconfigured
using he parameters highlighted beloMote: The sgnaling group between Communication
Manager andession Manager used 8P phoness not mentioned in thesepplicationNotes.

Set theGroup Type field to sip

Set thedMS Enabled field to n. This specifies the Communication Manager will serve as

an Evolution Server foBession Manager

1 Set theTransport Method to the value ofls (Transport Layer SecurityThe transport
method pecified here is used between CommunacaManager and Session Manager

1 Set thePeer Detection Enabledield to y. ThePeerServerfield will initially be set to
Others and cannot be changed via administration. LaterPdexServer field will
automaticdl change tdSM once Communication Manager deteits peer as a Session
Manager

1 SettheNear-end Node Nameo procr. This node name maps to the IP address of
Communication Manager as definedSaction5.3

1 Set theFar-end NodeNameto bvwasmz2 This node name maps to the IP address of
Session Manager as definedSaction5.3

1 SettheNear-end Listen PortandFar-end Listen Port to a validunused porfor TLS,
suchas5061

1 Set theFar-end Network Region to the IP network region defined for the service

provider inSection5.5

T
T
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Set theFar-end Domain to bvwdev.com, the enterpriselomain

SetDirect IP-IP Audio Connectionsto y. This setting willerable media shuffling on
the SIP trunk so theCommunication Manager wite-routemedia traffic directly
between the SIP trunk and the enterprise endpdote thatthe Avaya G450Media
Gatewayor Avaya Media Serveawill notremain in the media path of all calls between
the SIP truk and the endpoint

Set theAlternate Route Timer to 6. This defines th@umber of secondSommunication
Manager will wait for a response (other than 100 Trying) to an outbound IN\@1dEeb
selecting another routd.an alternate route is not definedeththe calls cancelled after
this interval

Default values ray be used for all other fields

add signaling - group 20 Page 1lof 2

Group Number: 20 Group Type: sip
IMS Enabled? n Transport Method: tls

Peer Detection Enabled? y Peer Server: SM
Prepend 6+6to Outgoing Calling/ Al erting/ Divertin
Remove 6+6from I ncoming Called/ Calling/Alerting/[Q

Near - end Node Name: pro  cr Far - end Node Name: bvwasm2
Near - end Listen Port : 5061 Far - end Listen Port: 5061

Far - end Domain: bvwdev .com

Incoming Dialog Loopbacks: eliminate RFC 3389 Comfort Noise? n

DTMF over IP: rtp - payload Direct IP - IP Audio Connections? y
Session Establishment Timer(min): 3 IP Audio Hairpinning? n

Enable Layer 3 Test? y Initial IP - IP Direct Media? n
H.323 Station Outgoing Direct Media? n Alternate Route Timer(sec): 6

SIGNALING GROUP

Q SIP? n
IP Video? n Enf orce SIPS URI for SRTP? y

Far - end Network Region: 1
Far - end Secondary Node Name:

Bypass If IP Threshold Exceeded? n

Figure 15: Signaling-Group 20

For the conpliance test, signaling grodd was used fothe signalinggroupbetween
Communication Mnager and Media Server. It wamnfigured usinghe parameters highlighted

below.

1
1

Set theGroup Type field to sip
Set theTransport Method to the value ofls (Transport LayeProtoco). The transport
method specified here is used between CommuaitManager andledia Server

1 Set thePeer Detection Enabledield to n andPeer Serverto AMS
1 SettheNear-end Node Nameo procr. This node name maps to the IP address of
Communication Manager as definedSaction5.3
1 Set theFar-end Node Namedo AMS. This nodename maps to the IP addresdvidia
Serveras defined irSection5.3
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1 SettheNear-end Listen Portto 9061andFar-end Listen Port to a validunused port
for TLS, suchas5071

1 Set theFar-end Network Regionto the IP network region defined for the service
provider inSection5.5

1 SettheFar-end Domainto 10.33.10.47

change signalin g- group 11 Page 1of 2
SIGNALING GROUP

Group Number: 11 Group Type: sip
Transport Method: tls

Peer Detection Enabled? n Peer Server: AMS
Near - end Node Name: procr Far - end Node Name: AMS
Near - end Listen Port: 9061 Far - end Listen Port: 507 1

Far - end Network Region: 1

Far - end Domain: 10.33.10.47

Figure 16: SignalingGroup 11

5.8. Trunk Group

Use theadd trunk-group command to creatatrunk group for the signaling group created in
Section5.7.

For the compliance testunk group20 was used fobothoutbound and inbound calis the
service povider. It wasconfigured using the parameterghilighted below

Set theGroup Type field to sip

Enter a descriptive name for tB&oup Name

Enter an available trunk access code (TAC) that is consistent with the existing dial plan

in the TAC field. (i.e. *020). Note: Refer toSection5.10for addng * in dialing plan

Set Class of RestrictiofCOR) to 1

SetDirection to two-way for trunk group20

Set theService Typefield to public-ntwrk

SetMember Assignment Methodto auto

Set theSignaling Group to the signaling grouporfiguredin Section5.7. Trunk group

20 was associated to signaling gro2(p

1 Set theNumber of Membersfield to the number of trunk embers in the SIP trunk
group.This value determines how many simultaneous SIP cafibe spported by this
trunk

1 Default valuesvere used for all other fields

= =4 =4

= =4 =8 -8 2
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add trunk - group 20

TRUNK GROUP

Group Number: 20
Group Name : SIP Trunks
Direction: two - way
Dial Access? n
Queue Length: 0

Outgoing Display? n
Night Service:

Group Type: sip
COR: 1

Page 1of 21

CDR Reports: y

TN: 1 TAC:*02 0

Service Type: public - ntwrk Auth Code? n
Member Assignment Method: au to
Signaling Group: 20
Number of Members: 5 0
Figure 17: Trunk -Group i Page 1
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OnPage 2 set theRedirect On OPTIM Failure timer to the same amount of time as the

Alternate Route Timer on the signalig group form inSection5.7. Note that thékedirect On

OPTIM Failure timer is defined in milliseconds. Verify that tReeferred Minimum Session

Refresh Interval (sec)is set to a value acceptable to the service provider.vahig deihes the
interval that UPDATESsnust be sent to keep the active session alive. For the compliance test, the
value of600seconds was used.

add trunk - group 20 Page 2 of 21
Group Type: sip

TRUNK PARAMETERS

Unicode Name: auto

Redirect On OPTIM Failure: 6 000
SCCAN? n Digital Loss Group: 18
Preferred Minimum Session Refresh Int erval (sec): 600

Disconnect Supervision - InN?y Out?y

XOIP Treatment: auto Delay Call Setup When Accessed Via IGAR? n

Figure 18 Trunk-Group i Page 2
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OnPage 3 set theNumbering Format field to public. This field specifies the format of the
calling party nurber (CPN) sent to the fand(refer toSection5.9 for the publicunknown
numbering format)The compliance test used di@it numbering formatThus,Numbering
Format was set tgublic and theNumbering Format field in the route pattern was setgob-

unk (seeSection5.10.

Set theReplace Restricted NumberandReplace Unavailable Numberdields toy. This will
allow the CPN displayed on local endpoints to be replaced with the valueSattion5.2if the

inbound call enabled CPN blodkor outbound calls, these same settings request that CPN block

be activated on the fand destinon if an enterprise user reque§iBN block on a particular

call routed out this trunkDefault values were used for all other fields.

TRUNK FEATURES
ACA Assign ment? n Measured: none
Maintenance Tests? y

Numbering Forma t: public

Replace Restricted Numbers? y
Replace Unavailable Numbers? y
Hold/U nhold Notifications? y
Modify Tandem Calling Number: no

Show ANSWEREDBY on Display? y

add trunk - group 20 Page 3 of 21

UUI Treatment: service - provider

Figure 19: Tru nk-Group i Page 3
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OnPage 4 theNetwork Call Redirection field shouldbe set ton (default settingyo trat the
SIP Refer is not sem redirected caller toy so that the SIP Refer is sent in redirected calls.
Note:In the compliance tesitelePeer CoreCloudorkedwith SIP relnvite/Update
successfully imedirectedcdls. However, it did not workwith SIP Refer rathod (se&ection
2.2).

Set theSend Diversion Headeffield toy and theSupport Request Historyfield toy. The
Send Diversion HeadeandSupport Request Historyfields provide dditional information to
the network ifthe call has beend@ected.Note: For voice mail purposes, Communication
Manager sends SIP Invite with History Info to Avaya Aura Messaging Diersion Headeris
needed to support call forwarding of inbound sathck to the PSTN and some Extension to
Cellular (EC500) call scenarios.

add trunk - group 20 Page 4 of 21
PROTOCOL VARIATIONS

Mark Users as Phone? n
Prepend '+' to Calling [Alerting/Diverting /Connected  Number? n
Send Transferring Party Information? n
Network Call Redirection? n

Send Diversion Header? y
Support Request History? y
Telephone Event Payload Type: 101

Convert 180 to 183 for Early Media? n
Always Use re - INVITE for Display Updates? n
Identity for Ca ling Party Display: P - Asserted - Identity
Block Sending Calling Party Location in INVITE? n
Accept Redirect to Blank User Destination? n
Enable Q - SIP?n
Interworking of ISDN Clearing with In - Band Tones: keep - channel - active

Figure 20: Trunk-Group i Page 4
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5.9. Calling Party Information

The calling party number is sent in the $Pr o,mofi Co nt aAsstedteddentithdo A P
healers.Sincepublic numbering was selected to define the format of this nun8estion5.8),
use thechangepublic-unknown-numbering command tareate an entry for each exsem
which has a DID assigned@he DID numbers are pvided by theservice providerEach DID
number is assigned to one enterprise internal extension or Vector Directory Numbers,(VDNSs)

and t is used to authenticate the caller

In a real customer environment, normally the DID number is comprised of tileskiension

plus a prefix. If this is true, then a singleblic-unknowrrnumberingentry can be applied for alll

extensions. In @ compliance testll stdions with a 4digit extension beginning with9 will

send the calling party number as @N Prefix plus the extension number

Note: The entry applies to SIP connection to Session Manager, therefore the resulting number

must be a complete E. 164 number.

of user number ifrom, RAssertedidenity, ContactDiversion headershe plus sign in these

C o nmfrom i

headers will be eliminated by using SIP manipulatorAvaya SBCHlefined inSection7.2.3

NUMBERINGI PUBLIC/UNKNOWNFORMAT

change public - unknown - numbering O Page 1lof 2

Ext E xt Trk CPN Total
Len Code Grp(s) Prefix CPN Len
4 49 20 518XXX 10 Total Administered: 2

Maximum Entries: 2 40

Figure 21: Public-Unknown-Numbering Form
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5.10. Outbound Routing

In these Application Notes, tiutomatic Route Selection (ARS) feature is used to route
outbound calls via the Siffunk to the service providein the sample configuration, the single
digit 6 is used as the ARS access cdfigerprise callers willdigbt o r each an fAout si
This configuration is illustratetdelow. Use thechangedialplan analysiscommand to define the
Dialed String as following
1 Dialed String beginning withd9 for creatingthe localstatiors in Secton 5.13
1 Dialed String beginning with181and800for Voicemail testing purpose
91 Dialed String beginning with6 for feature access codiag)
1

Dialed String beginning with* for Trunk Access Code (TAQjefined on Trunk group
201in Section5.8

change dialplan analysis Page 1of 12
DIAL PLAN ANALYSIS TABLE
Location: all Percent Full: 2

Dialed Total Call Dialed Total Call Dialed Total Call

String Length Type String Length Type String Length Type

49 4 ext

181 4 ext

6 1 fac

800 4  ext

* 4 dac

Figure 22 Dialplani Analysis Form
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Use thechange featureaccesscodescommand to configuré as theAuto Route Selection
(ARS) T Access Codd.

change feature - access - codes Page 1of 11
FEATURE ACCESS CODE (FAC)

Abbreviate d Dialing Listl Access Code:

Abbreviate d Dialin3g List2 Access Code:

Abbreviate d Dialing List3 Access Code:
Abbreviated Dial - Prgm Group List Access Code:

Announcement Access Code: *111
Answer Back Access Code:
Attendant Access code:
Auto Altern  ate Routing (AAR) Access Code:

Auto Route Selection (ARS) - Access Code 1: 6 Access Code 2
Automatic Callback Activation: Deactivation:
Call Forwarding A ctivation Busy/DA: All: Deactivation:
Call Forwarding Enha nced Status: Act: Deactivation:

Call Park Access Code:
Call Pickup Access Code:
CAS Remote Hold/Answer Hold - Unhold Access Code:
CDR Account Code Access Code:
Change COR Access Code:
Change Coverage Access Code:
Conditional Call Extend Activation: Deactivation:
Contact Closure Open Code: Close Code:

Figure 23: Featurei AccessCodes Form
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Use thechange ars analysi€ommand to configure the routing of dialed digbllowing the
first digit 6. The example below shows a subset of the dialed strings tespedtaf the
compliance testSeeSection2.1for the complete list of call typesested All dialed strings are
mapped tdRoute Pattern 20 which contains the SIP trurdcoupto the service provider (as
defined next).

change ars analysis 0 Page 1lof 2
ARS DIGIT ANALYSIS TABLE
Location: all Percent Full: 1
Dialed Total Route Call Node ANI
String Min Max Pattern Type Num Reqd
0 1 15 20 pubu n
1613 11 11 2 0 pubu n
1800 11 11 20 pubu n
518 10 10 20 pubu n
933 3 3 20 pubu n

Figure 24: ARSI Analysis Form

The route pattern defines which trunk group will be used for the call and performs arsamgces
digit manipulationUse thechange routepattern command to configure the parameters for the
service provider trunk route fparn in the following mannei he example below shows the
values usedh route patterr20 for the compliance test.

Pattern Name Enter a descriptive name

Grp No: Enter the outbound trunk grotiqr the SIP service provideFor the compliance

test, trunk grouj20 was used

1 FRL: Set theFacility Restriction LevelkRL) field to a level that allows access to this
trunk for all ugrs that require ifThe value oD is the least restrictive lele

1 Numbering Format: Set this field tqopub-unk since publieunknowrrnumberingformat

should be usgfor this route (se8ection5.9)

il
il
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change route - pattern 20 Page 1of 3
Pattern Number: 5 Pattern Name: SP
SCCAN?n  Secure SIP? n
Grp FRL NPA Pfx Hop Toll No. Inserted DCS/ IXC
No Mrk Lmt List Del Digits QSIG
Dgts Intw
1: 20 O n user
2: n user
3: n user
4: n user
B n user
6: n user
BCC VALUE TSC CA - TSC ITC BCIE Service/Feature PARM No. Numbering LAR
012M4W Request Dgts Format
Subaddress
l:yyyyynn rest pub- unk none
2:yyyyynn rest none
3:yyyyynn rest none
4:yyyyynn rest none
5'yyyyynn rest none
6:yyyyynn rest none

Figure 25: Routei Pattern Form

Use thechange cor lcommando change the Class of Restriction (COR) for the outbound call
over SIP trunk. Se€alling Party Restriction : none This settingallows theoutbound call using
feature access code (facpger SIP trunks

change cor 1 Page 1of 23
CLASS OF RESTRICTION

COR Number: 1
COR Description:

FRL: 0 APLT?y
Can Be Service Observed? n Calling Party Restriction: none
Can Be A Service Observer? n Called Party Restriction: none
Time of Day Chart: 1 Forced Entry of Account Codes? n
Priority Queuing? n Direct Agent Calling? n
Restriction Override: none Facility Access Trunk Test? n
Restricted Call List? n Can Change Coverage? n
Access to MCT? y Fully Restricted Service? n
Group Il Catego ry For MFC: 7 Hear VDN of Origin Annc.? n
Send ANI for MFE? n Add/Remove Agent Skills? n
MF ANI Prefix: Automatic Charge Display? n

Hear System Music on Hold? y PASTE (Display PBX Data on Phone)? n
Can Be Picked Up By Directed Call Pickup? n
Can Use Directed Call Pickup? n
Group Controlled Restriction: inactive

Figure 26: Class of RestrictionForm
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5.11. Incoming Call Handling Treatment

In general, the incoming call handling treatmemtd trunk group can be used to manipulate the
digits received for an incoming call if necessary. Since Session Manager is present, Session
Manager can be used to perform digit conversion, and digit manipulation via the Communication

Manager incoming callandling tdle may not be necessaryttie DID number sent byhe
service povideris unchanged by Session Mages, therthe DID number can be mapped to an
extension using the incoming call handling treatment oféheivingtrunk-group20. Use the
change inc-call-handling-trmt trunk -group 20 to convet incoming DID numbers as

followings:

1 The incoming DID numbeB18XXX 4984to 8000by deletingl0 of theincoming digis

for voicemail testing purpose

1 The incoming DID numbeb18XXX to 4 digit extensiorby ddeting 6 of the incoming

digits for inbound call testing purpose

1 The incoming DID numbeB55XXX 6676to 4980by deletingl0 of the incoming digi

for inboundtoll-free call testing purpose

changeinc -call -handling -trmt trunk -group2 O Page 1lof 3
INCOMING CALL HANDLING TREATMENT

Service/ Number Number Del Insert

Feature Len Digits

public -ntwrk 10 518XXX4984 10 8000

public - ntwrk 10 518 XXX 6

public -ntwrk 10 855XXX6676 10 4980

Figure 27: Inc-Call-Handling-Trmt Form
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5.12. Contact Center Configuration

This section describeke basic commands used to configAremouncemers, HuntGrougs,
Vector Directory Numbers (VDNs) and corresponding vecfiinese vecta contain steps that
invoke Communication Managéo perform various callelated funtions

5.12.1. Announcements

Various announcements will be used within the vectors. In the sample configuration, these
announcements were sourced by the Avaya G450 Media Gateway. The following abridged list
command summarizes the announcements used in conjunatiiotine vectors in this section. To

add an announcement extension, use Théextensiatnmma nd
is an unused extension number.

list announcement

ANNOUNCEMENTS/AUDIO SOURCES

Announcement Num of
Extension Type Name Source Files

1898 integrated SP2 001V9 1

1899 integrated SP1 001V9 1

Figure 28: Announcement Configuration

5.12.2. ACD Configuration for Call Queued for Handling by Agent

This section provides a simple example configuration for Yiz#d¢tor, hurigroup, and agent
loginID used to queue inbourwadlls for handling by an agent.
The following screens show an example ACD hunt group. On page 1hadielted values

display  hunt - group 13 Page 1lof 3
HUNT GROUP
GROUP NUMBER: 13 ACD?y
Group Name: SP Queue?y
GROUP EXTENSION: 3211 Vector? y
GROUP TYPE: UCD MIA
TN: 1
COR: 1 MM Early Answer? n
SECURITY CODE: 1234 Local Agent Preference? n
ISDN/SIP Caller Display:
Queue Limit: unlimited
Calls Warning Thresho Id: Port:
Time Warning Threshold:  Port:

Figure 29: Hunt Group Configuration i Page 1
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The following screens show an example ACD hunt group. On the abbreviated page 2 shown below,
notethatSkill is set toy.

display hunt - group 13 Page 2of 3
HUNT GROUP
Skill? y Expect ed CallH andling Time (sec): 180
AAS? n Service Level Target (% in sec): 80 in 20

Figure 30: Hunt Group Configuration i Page 2

VDN 4983 shown bw, is associated with vector 3

display vdn 4983 Page 1lof 3
VECTOR DIRECTORY NUMBER

EXTENSION: 4983
Name*: Contact Center
DESTINATION: VECTOR NUMBER 3
Attendant Vectoring? n
Meet - me Conferencing? n
Allow VDN Override? n
COR: 1
TN 1
Measured: none

Figure 31: VDN Configuration
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In this simple example, vector®iefly plays ring back, theplays announcement 1899tép 02)

This isan announcement heard when the call is first answered before the call is guaaed

skill 13 (Step 03)If an agent is immediately available to handle the call, the call will be delivered to
the agent. If an agent is not immediatalgilable, the callill be quewedand the caller will hear
announcemerit898 (Step 05)Once an agent becomes available, the call will be delivertbe to

agent.

display  vector 3 Page lof 6
CALL VECTOR
Number: 3 Name: Contact Center
Multimedia? n  Attendant Vectoring? n Meet -me Conf? n Lock? n
Basic?y EAS?y G3V4 Enhanced?y ANI/II - Digits? y ASAI Routing? y

Prompting?y LAI? y G3V4 Adv Route?y CINFO?y BSR?y Holidays?y
Variables? y 3.0 Enhanced? y

01 wait -time 2 secs hearing ringback

02 announceme nt 1899

03 queue -to skill 13 prim

04 wait -time 2 secs hearing silence

05 announcement 1898

06 gotostep 3 if unconditionally

Figure 32: Vector 3 Configuration

The following screen illustrates an exampdeatloginID 3311. In the sample configuration, an
Avaya P Deskphone logged in using agéoginID 3311 and the configured password to staff and
takea call for skill 13.

add agent - loginID 3311 Page 1lof 2
AGENT LOGINID
Login ID: 3311 AAS? n
Name: SP AUDIX? n
TN: 1 LWC Reception: spe
COR: 1 LWC Log External Calls? n
Coverage Path: AUDIX Name for Messaging:

Security Code: 1234
LoginID for ISDN/SIP Display? n
Password: 1234
Password (enter again): 1234
Auto Answer: station
MIA Across Skills: system
ACW Agent Considered Idle: system
Aux Work Reason Code Type: system
Logout Reason Code Type: sys tem
Maximum time agent in ACW before logout (sec): system
Forced Agent Logout Time:

Figure 33: Agent-loginID Configuration 17 Page 1

Thefollowing abridged screen shewPage 2 for ageivginlD 3311 Note that the Skill Number
(SN) has been set 8.
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Display

agent - loginID 3311

Direct Agent Skill:

Page 2of 2
AGENT LOGINID
Service Objective? n

Call Handling Preference: skill

- level

Local Call Preference? n

SN RLSL SN RL SL
1. 13 1 16:

2: 17:

Figure 34: Agent LoginID Configuration 7 Page 2

To enable a telephone or eX& Agent client to log in withhie ageroginlD shown above, ensure
thatExpert Agent Selection (EAS) Enableds set toy as shown in the screen below

change system - par ameters features
FEATURERELATED SYSTEM PARAMETERS
CALL CENTER SYSTEM PARAMETERS

EAS

Page 11 of 19

Expert Agent Selection (EAS) Enabled? y
Minimum Agent - LoginID Password Length: 4

Figure 35: Enable Expert Agent Selection
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5.13. Avaya Aura® Communication Manager Stations
In the sample corguration, fourdigit station extensns were used with the formatX@2. Use
theadd station4980command to add an Avaya H.323 IP Dgdlone
1 EnterType: 9641, Name 4980 Security Code 1234 Coverage Path 11, IP
SoftPhone vy (if using this extension as Softphone such #svaya onexX®
Communicator)
1 Leave other values as default

add station 4980 Page 1lof 5
STATION
Extension: 4980 Lock Messages? n BCC: 0
Type: 9641 Security Code: 1234 TN: 1
Port: S000062 Coverage Path 1: 1 COR: 1
Name: 4980 Coverage Path 2: COS: 1
Hunt - to Station: Tests? y

STATION OPTIONS
Time of Day Lock Table:

Loss Group: 19 Personalized Ringing Pattern: 1
Message Lamp Ext: 4980
Speakerphone: 2 - way Mute Button Enabled? y
Display Language: English Button Modules: 0
Survivable GK Node Name:
Survivable COR: internal Media Complex Ext:
Survivable Trunk Dest? y IP SoftPhone? y

IP Video  softphone? n
Short/Prefixed Registration Allowed: default

Customizable Labels? Yy

Figure 36: Add-Station Form

5.14. Save Avaya Aura® Communication Manager Configuration
Changes

Use thesave translationcommand to save the configuration.
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6. Configure Avaya Aura® Session Manager

This section provides the proceduresdonfiguring Session Managérhe procedures include
configuring the following items:

1
1
1

SIPDomain

Logical/physical Location that can be occupied by SIP Entities

SIP Entities correspondinto Communication Manageivaya SBCE and Session
Manager

Entity Links, which define the SIP trunk parameters used by Session Manager when
routing calls to/from SIP Entities

Routing Policies, whicklefine route destinations andntmol call routing betwee the SIP
Entities

Dial Patterns, whickpecify dialed digits angovern which Routing #licy is used to
service a call

It may not be necessary to create all the items above edrdiguringa connection to the

service provider since some of these itemsill have already been defined as part of the initial
Session Manager installation. This includes items such as certabo&i&ns,Locations, SIP
Entities, and Session Manager itsélbwever, each item should be reviewed to verify the
configuration.
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6.1. Avaya Aura® System Manager Login and Navigation

Session Manager configuration is accomplished by accessing the bimagser GUI of System
Manager, using the UR&shttps://<ip-address>/SMGR where <ip-address> is thelP
address of System Managét.the System Manager Log Onscreengnter appropriateser ID

andPasswordand press theog On button(not shown) The initial screen shown below is then
displayed.

&) F) ape/mmnasm] e[ Q seard e 9 A® =

[B) Most Visited @ Getting Started [ Suggested Sites { | Web Slice Gallery

Aura” System Manager 7.0

P e % sevis
Administrators m Backup and Restore
Directory Synchronization Bulk Import and Export

Groups & Roles Configurations

User Management Engagement Development Platform Events

User Provisioning Rule 1p Office Geographic Redundancy

Media Server Inventory

Meeting Exchange
Replication
Reports

Scheduler

Deployment Manager

Templates

Figure 37: System Manager Home Screen

Most of the configuration items are fe@mmed in theRouting Element. @k on Routing in the
Elementscolumn to bring up théntroduction to Network Routing Policy screen.
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The navigation tree displayed in the left pane will be referenced in subsequent sections to
navigate to items requiring configuration

Aura” System Manager 7. # Log off admin

Home | Routing *

« Home / Elements / Routing [+]
Help ?

- Introduction to Network Routing Policy
Locations

Adaptations Network Routing Policy consists of several routing applications like "Domains", "Locations’, "SIP Entities”, etc.
SIP Entities The recommended order to use the routing applications (that means the overall routing workflow) to configure your network configuration is as follows:
Entity Links Step 1: Create "Domains” of type SIP (other routing applications are referring domains of type SIP).

Time Ranges Step 2: Create "Locations"

Routing Policies

Step 3: Create "Adaptations”
Dial Patterns

Regular Expi

Step 4: Create "SIP Entities"

- SIP Entities that are used as "Outbound Proxies" e.g. a certain "Gateway" or "SIP Trunk"

- Create all "other SIP Entities” (Session Manager, CM, SIP/PSTN Gateways, SIP Trunks)

- Assign the i "Locations”, and "Outbound Proxies"

Step 5: Create the "Entity Links"
- Between Session Managers
- Between Session Managers and "other SIP Entities”
Step 6: Create "Time Ranges”
- Align with the tariff information received from the Service Providers
Step 7: Create "Routing Policies”
- Assign the appropriate "Routing Destination” and "Time Of Day"
(Time Of Day = assign the appropriate "Time Range" and define the "Ranking")
Step 8: Create "Dial Patterns"
- Assign the appropriate "Locations” and "Routing Policies" to the "Dial Patterns"
Step 9: Create "Regular Expressions”
- Assign the appropriate "Routing Policies" to the "Regular Expressions”
Each "Routing Policy” defines the "Routing Destination” (which is a "SIP Entity") as well as the "Time of Day” and its associated "Ranking".

IMPORTANT: the appropriate dial patterns are defined and assigned afterwards with the help of the routing application "Dial patterns". That's why this overall routing workflow can be interpreted
as

"Dial Pattern driven approach to define Routing Policies"
That means (with regard to steps listed above):

Step 7: "Routing Polices" are defined

Step 8: "Dial Pattems" are defined and assigned to "Routing Policies” and "Locations® (one step)

Step 9: "Regular Expressions" are defined and assigned to "Routing Policies” (one step)

Figure 38 Network Routing Policy
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6.2. Specify SIP Domain

Create a SIPomainfor each domaiof which Session Manager will need to d&are in order
to route callsFor the compliance test, this includes the enterprise ddmaidev.com

Navigate toRouting A Domainsin the lefthand navigation pane and click tNew button in
theright paneIn the new right pane that appeamst(shown), fill in the following:

1 Name Enter the domain name
1 Type: Selectsip from the pulldown menu
1 Notes Add a brief éscription (optional

Click Commit (not shown)o save

The screen below shows tagistingentry for the enterprise domain.

Aura” System Manager 7.0

« Home / Elements / Routing / Domains (]

Domain Management

Filter: Enable

Type]
sip

Figure 39: Domain Management
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6.3. Add Location

Locations can be used to identify logical and/or physical locations wherenBtie€reside for
purposes of bandwidtimanagemet and call admission contrd\ singleLocation was defined
for the enterprise even thglu multiple subnets were usékhe screens below show the addition
of theLocation namedelleville-GSSCR which includes all equipmenh the enterprise
including Communication lnager, Session Manager akhya SBCE.

To add d_ocation, navigate tRouting A Locationsin the lefthand navigation pane and click
the New button in the ght pane (not shown)n the new righpane that appears (shown below),
fill in the following:

In theGeneral sectim, enter the following valueslse default values for all remaining fields.

1 Name: Enter a descriptive name for thecation
1 Notes: Add a brief description (optiongl

Click Commit to save

Aura” System Manager 7.0

x

Home | Routing
—4 Home / Elements / Routing / Locations ()
TN Locetion Detels e
m * Name: |Belleville-GSSCP ‘
e Dial Plan Transparency in Survivable Mode
Regular Expressions Enabled: []
[__oetaurs | Listed Directory Number:

Associated CM SIP Entity:

Overall Managed Bandwidth

Managed Bandwidth Units: | Kbit/sec [~
Total Bandwidth:

Multimedia Bandwidth:

Audio Calls Can Take Multimedia Bandwidth:

Per-Call Bandwidth Parameters
Maximum Multimedia Bandwidth (Intra-Location): 2000 Kbit/Sec
Maximum Multimedia Bandwidth (Inter-Location): 2000 Kbit/Sec

* Minimum Multimedia Bandwidth: 64 Kbit/Sec

* Default Audio Bandwidth: 80| [Kbit/sec [+]

Figure 40: Location Configuration
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In theLocation Pattern section,click Add to enterlP Address Fattern. The following patterns
were used in testing:

1 IP AddressPattern: 10.3310*, 10.33.5.* 10.10.98.*
1 Click Commit to save

Add Remove

3ltems Filter: Enable

IP Address Pattern ‘ Notes
* [10.33.10.
*[10.33.5.%

*|10.10.98.*

Select : All, None

‘ Commit 1 ‘ Cancelr\

Figure 41: IP Ranges Configuration
Note: Call bandwidth management parameters should be set per customer requirement.

6.4. Add SIP Entities

A SIP Entity must be added for Session Manager and for each SIP telephony system connected
to Session Managewhich includesCommunication Managemd Avaya SBCE.

Navigate toRouting A SIP Entities in the lefthand navigation pane and click on thew
buttonin the right pane (not showrlj the new right pane that appears (sh@nrthe next
pagse, fill in the following:

In the General section, eter the following valuedUse default values for all remaining fields.

1 Name Enter adescriptive name

1 FQDN or IP Address. Enter the FQDN or IP address of the SIP Entity thaised for SIP
signaling

1 Type: SelectSession Managerfor Session Manage€M for
Communication Manager ar®lP Trunk for Avaya SBCE

1 Adaptation: This field is only present ifype is not set tdSession Manager
Adaptation module werenot used in thigsonfiguration

1 Location: Select thd_ocation hat applies to the Sibntity being created. For
the compliance test, all components were locatégation
Belleville-GSSCP

1 Time Zone Select the time zone for thevcation above
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In this configuration, there are three SIP Entities

1 SessiorManager SIP Entity
1 Communication Manager SIP Entity
1 AvayaSession Border Controlldéor EnterpriseSIP Entity

6.4.1. Configure Session Manager SIP Entity

The following screen shows tlagldition ofthe Session Manage3IP Entitynamedovwasm2
The IP address @ession Managérs s i g n a | i$ entgredifoir@QDNroff IR Address
10.33.1.43. The user will need to select the specific values fotLtheation andTime Zone.

Aura” System Manager 7.0

£3
-
x

Routing

4 Home / Elements / Routing / SIP Entities [+]

Help ?
SIP Entity Details Commit | cancel
Adaptations

SIP Entities [ * Name: bvwasm 2 ‘

8

7

Entity Links * FQDN or IP Address: 10.33.10.43 I
Time Ranges
Routing Policies

‘TYDe: Session Manager ‘

Notes: SM7.0

Dial Patterns

Regular Expressions Location: | Belleville-GSSCP [+]

Outbound Proxy: [+]

‘ Time Zone: | America/Toronto E‘

Credential name:

SIP Link Monitoring

SIP Link Monitoring: | Use Session Manager Configuration [~]

Figure 42 Session Manager SIP Entity
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To define the portased by Session Manageerall down to thelisten Ports section of theSIP
Entity Details screenThis section is only present ftre Session ManageSSIP Entity.

In theListen Ports section, clickAdd and enter the following valueklse default values for all
remaining fields:

1 Port: Port number on which Session Manager listen SIPrequests

1 Protocol: Transport prtocol to be used with this port

1 Default Domain: The default dorain associated with this poFor the compliance
test, this was the enterprise IBmain

Defaults can be used for the remainfiegds. Click Commit (not shown)}o save

The compliance test us@ort 5061 with TLS for connectingo Communication Managemnd
Avaya SBCE

TCP Failover port:
TLS Failover port:

Add Remove

4 Items Filter: Enable

Listen Ports Protocol | [Default Domain Notes
5061 TLs [+]||[bvwdev.co

Select : All, None

Figure 43 Session Manager SIP Entity Port
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6.4.2. Configure Communication Manager SIP Entity

Thefollowing screen shows the additiontbe Communication Manager SIP Entitgmed
CM7. In order for Session Manager to send SIP service provider traffic on a sdpaigté ink
to Communication Manageit,is necessary to createsejrate SIFEntity for Communication
Managernn addition to the one creatédring Session Manager installatiohhe original SIP
entity isusel with all other SIP traffic within the enterprisEhe FQDN or IP Addressfield is
set to the IP addss of Communation Managefi0.33.1044. Note thatCM was selected for
Type. The user will need to select the specific values folLtition andTime Zone.

Aura” System Manager 7.0

Home | Routing *
_4 Home / Elements / Routing / SIP Entities (+]
[ pomains | bl
SIP Entity Details [<commit | [ cancel]
[Fvame: o |
* FQDN or IP Address: |10.33.10.44 ‘
= \
ot
Adaptation: [[=]
m Location: | Belleville-GSSCP [+
lTime Zone: | America/Toronto E]
* SIP Timer B/F (in seconds): 4
Credential name:
Securable:
Call Detail Recording: [none [+]
Loop Detection
Loop Detection Mode: | Off [+]
SIP Link Monitoring
SIP Link Monitoring: | Link Monitoring Enabled [+]
* Proactive Monitoring Interval (in seconds): 900
* Reactive Monitoring Interval (in seconds): 120
* Number of Retries: 1
Supports Call Admission Control: [
Shared Bandwidth Manager:
Primary Session Manager Bandwidth Association:
Backup Session Manager Bandwidth Association:
Figure 44: Communication Manager SIP Entity
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6.4.3. Configure Avaya Session Border Controller for Enterprise SIP Entity

The followingscreen shows the aitidn of Avaya SBCESIP entity name&BCE. The FQDN

or IP Addressfield is set to the IP addresstbe SBES private network interfac#0.10.9813.
Note thatSIP Trunk was selected fofype. The user will need teelect the specific values for
theLocation andTime Zone.

Aura® System Manager 7.0

Home / Elements / Routing / SIP Entities o

Help ?
SIP Entity Details Commit || Cancel

General

* FQDN or IP Address: |10.10.98.13 ]

‘TVDE: SIP Trunk ‘

Notes:

Dial Patterns

Regular Expressions

£

5 "

3 7 JE
x

]

* SIP Timer B/F (in sece

Credenti

Seci

Loop Detection

SIP Link Monitoring

Supports Call Ad
Shared Bandwidth Mal
Primary Session Manager Bandwidth Association:

Backup Session Manager Bandwidth Association:

Figure 45. Avaya SBCE SIP Entity

6.5. Add Entity Links

A SIP trunk between Session Manager and a telephony system is described by an Entity Link.
Two Entity Links were created: one to Communicatidanager for use only lipe service
provider trafic and one to thévaya SBCE.

To add an Entity Link, navigate ®outing A Entity Links in the lefthand navigation pane and
click on theNew buttonin the right pane (not showrin the new right panthat appears (shown
on the next pagefill in the following:

1 Name Enter a descriptive name

1 SIP Entity 1: Select the Session Manadming used

1 Protocol: Select the trangpt protocol used for this link

1 Port: Port number on which Session Manager vatieive SIP requestsoin
the farend

1 SIP Entity 2: Select the name of the other systasrdefined irSection6.4
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1 Port: Port number on which the other system receives SIP redumstshe

Session Manager

1 Connection Pdicy:  Selecttrusted. Note: If trusted is notseleced, calls fronthe

associate®IP Entity specified irsection6.4 will be denied

Click Commit to save

The following sceen illustratethe Entity Linkto Communication Marger. The protocol and
ports defined here must match the values used on the Communication Manager signaling group
form in Section5.7.

4 Home / Elements / Routing / Entity Links =
[ omains | el 2
RN
1ltem & Filter: Enable
Name SIP Entity 1 ONS | port Connection ?1 o et
= Lo (e
0| Eromsss | *[Qbwesmz O bost | [t [3]] |
m Select : All, None

Figure 46: Communication Manager Entity Link
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The following screen illustrasghe Entiy Links to AvayaSBCE. The protocol and ports defined
here must match the values used onAt@ya SBCE mentioned isection7.2.4, 7.2.6and
7.4.3

Aura® System Manager 7.0

me Routing %
SR

z
5

Home / Elements / Routing / Entity Links (4]

Entity Links [ commit ][ cancel

Locations

Entity Links LLEDAS Filter: Enable

ny
5 DNS < ct
[ [Name SIP Entity 1 Protocol | Port SIP Entity 2 e Port nm;e.q:o" New | Notes

Routing Policies
Dial Patterns
Regular Expressions

Service

* [sM_sBCE_TLS_s061 * [Q.bvwasmz2 Ts [¢] *[s081 *[Qssce [m] *[s061 trusted  []|

Select : All, None

Figure 47: Avaya SBCE Entity Link

6.6. Configure Time Ranges

Time Ranges areonfigured for timebaseedrouting. In order to add a Time Rangeelect
Routing A Time Rangesand then clickNew button. The Routing Policies shown subsequently
will use the 24/7 range since tialiased routing was not the focus of these Application Notes

Aura® System Manager 7.0

« Home / Elements / Routing / Time Ranges (]

Time Ranges

1ltem & Filter: Enable
Name Mo Tu We Th Fr Sa Su Start Time End Time Notes
1 24/7 @ 00:00 23:59 Time Range 24/7

Select : All, None

Figure 48 Time Ranges

6.7. Add Routing Policies

RoutingPolicies describe the conditions under which calls will be routed to the SIP Entities
specified inSection6.4. Two Routing Policies must be addedne for Communication Manag
and one folAvaya SBCE.

To add aRouting Policy, navigate tdRouting A Routing Policiesin the lefthand navigation
pane and click on thidew buttonin the right pane (not shown)n the new right pane that
appears (showan the next pagefill in the following:

In the General sectim, enter the following valueslse default values for all remaining fields.

1 Name Enter a descriptive name
1 Notes Add a briefdescription (optional)
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In the SIP Entity as Destinationsection, clickSelect The SIP Entity List page opens (not
shown).Select the appropriate SHntity to which thisRouting Policy applies and cliclSelect
The selected SIP Entity displays on theuRag Poligy Details page as shown belouse default
values for remaining fields.

Click Commit to save

The following screeshows theRouting Policy Detailsfor the policy namedhtelePeer
Inbound Calls associated with incoming PSTN calls fromelePer CoreCloudo
Communication Manager. Observe Bk Entity as Destinationis the entity name@M7.

Last ged on at February 13, 2017 1:04 PM
Aura System Manager 7.0 . /'Log off admin
Home | Routing %
m4 Home / Elements / Routing / Routing Policies
Domains Help 2
e [Routing Policy Details| Cancel
* Name: |IntelePeer Inbound Calls \
| emiyine T
- - * Retries: 0
[SIP Entity as Destination]|
T T
Naime]| FQDN or IP Address Type Notes
CcM7 10.33.10.44 cM
Figure 49: Routing to Communication Manager
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Thefollowing screen shows tieouting Policy Detailsfor the policy namedhtelePeer

Outbound Calls, asociated with outgoing calls from Communication Manager to the PSTN via
IntelePeer CoreClousIP Trunkthrough theAvayaSBCE. Observe th8IP Entity as

Destinationis the entity name8BCE.

Last Logged on at February 13, 2017 1:04 PM
Aura” System Manager 7.0 . # Log off admin
Home | Routing ¥
m< Home / Elements / Routing / Routing Policies [+]
5 Help ?
=
Routing Folloy Betalls
Locations
Adaptations
m [ * Name: |IntelePeer Outbound Calls ‘
Disabled: []
= = * Retries: 0
Routing Policies
Dial Patterns Notes:
Regular Expressions - = =
|SIP Entity as Destination
Name FQDN or IP Address Type Notes
SBCE 10.10.98.13 Other

Figure 50: Routing to IntelePeer CoreCloudSIP Trunk

6.8. Add Dial Patterns

Dial Patterns are needed to route calls through Session Manager. For the compliaDéd test,
Patterns wereonfiguredto route calls from Communication ManageinitelePeer CoreCloud
SIP Trunkthrough theAvaya SBCE and vice versaDial Pattens define whiciRoutePolicy will
be selecteds route destinatiolor a particular call based on the dialed digits, destination
Domain and originating.ocation.

To add aDial Pattern, navigate t®outing A Dial Patterns in the lefthand navigation parend
click on theNew button in theright pane (not shown)n the new right pane that appears (shown
on the next pagefill in the following:

In the General sectim, enter the following valueslse default values for all remaining fields.

1 Pattern: Ente a dial string that will be matched agaitis¢ RequesURI of the
call

1 Min: Enter a minimum length used in the tatacriteria

1 Max: Enter a maximum legth used in the match criteria

1 SIP Domain: Enter the destinatiodomain used in the match criteria

1 Notes Add a brief description (optional)

In the Originating Locations and Routing Policiessection, clickAdd. From theOriginating
Locations and RoutingPolicy List that appears (not shown), select the appropriate originating
Locationfor use in thematch criteriaLastly, select th&outing Policy from the list that will be
used to route all calls thatatch the specified criteriglick Select
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Default values can based for the remaining field€lick Commit to save

Two examples of the Dial Patins used for the compliance test are shown below, one for
outbound calls from the enterprise to the PSTN and one for inbound calls from the PSTN to the
enterprise. Other Dial Patterns were similarly defined.

Thefirst example shows thatutboundl1-digit dialed numbers that begin wills13and have a
destinatiorSIP Domain of bvwdev.comusesRouting Policy Name asintelePeerOutbound
Calls which isdefined inSection6.7.

La: n at February 13, 2017 1:04 PM
Aura® System Manager 7.0 ([ CEETTNUEScl # Log off admin
Home | Routing *

m< Home / Elements / Routing / Dial Patterns [+
Dial Pattern Details Cancel

Adaptations -

SIP Entities
| emtivine | T

* Min: |4
- . * Max: |12

Routing Policies ax

Dial Patterns Emergency Call: []

Regular Expressions Emergency Priority: 1

SIP Domain: | bvwdev.com +

Notes: |IntelePeer Outbound Calls

[()riginating Locations and Routing l’oli(icsl

femove

1ltem & Filter: Enable

Originating Location
Notes

Routing Policy [Routing Policy Routing Policy

Originating Location Name |+
o g g Disabled Destination Notes

Routing Policy Name|| Rank

O |-A- g;tﬁlsepeer Outbound 0 sBCE

Select : All, None

Figure 51: Dial Pattern_1613

Notethatwith the above DiaPatternIntelePeer CoreCloudid not restrict outbound calls to
specific USCanadaarea codedn real deployments, approparestriction cafe exerciseger
customer business policies.

Also note thatALL - was seleted forOriginating Location Name This selection was chosen
to accommodate certain afet call forward scenarios where the inbound call wadirexted
back to the PSTN.
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The secad exampleshows thatnbound10 digit numbers that start withl8 useRouting Policy
NameasintelePeerinbound Calls which isdefined inSection6.7. This Dial Pattern matches
the DID numbers assigned to the enterpriséntslePeer CoreCloud

Last on at February 13, 2017 1:04 PM
Aura® System Manager 7.0 (T EIESaI # Log off admin
Home | Routing %
m4 Home / Elements / Routing / Dial Patterns (+]
- Dial Pattern Details Cancel
Locations
Adaptations
| swemtes | — |
Entity Links
* Min: 3
* 2
SIP Domain: | bvwdev.com v
Notes: |IntelePeer Inbound Calls
[Originating Locations and Routing Policies]
‘1 Add ‘VRemove
| 1 1tem ozl Filter: Enable
: : |
—— - Originating Location  [Routing Policy Routing Policy ([Routing Policy Routing Policy
L [[originating Location Namel« | 0\ 2] Name [Rank Disabled |Destination Notes
IntelePeer Inbound
O [au- Calls g EH7
Select : All, None
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Thefollowing screen illustrates a list dfal patters used foinbound and outbound calls
between the enterprise and the PSTN

Aura® Systom Manager 7.0 (S CEETTYENE)

Log off admin

Home | Routing *

m4 Home / Elements / Routing / Dial Patterns [+]
Dial Patterns
[ O |Pattern |Min |Max i Emergency Call |Emergency Type | Emergency Priority SIP Domain | Notes
O o 1 36 u bvwdev.com IntelePeer Outbound Calls
0O 1s13 4 12 0 bvwdev.com IntelePeer Outbound Calls
O 1800 4 36 0 bvwdev.com IntelePeer Outbound Calls
m 0O a 2 4 o bvwdev.com IntelePeer Local SIP Phones

O s18 3 10 o bvwdev.com IntelePeer Inbound Calls

[J 855 3 36 ] bvwdev.com IntelePeer Inbound Toll-free Calls

O 933 3 36 ] bvwdev.com IntelePeer Outbound Calls

Select : All, None 4 4 Page| 1 |of2 b bl

Figure 53: Dial Pattern List
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7. Configure Avaya Session Border Controller for Enterprise
This section describes the configuration & AvayaSBCEnecessary for interoperability with
the Session Manager atitk IntelePeer CoreClouslystem.

In this testing, according to the configuration refereffigeire 1, the Avaya elements reside on
the Private side and thetelePeer CoreClouslystenresides on the Public side of the network.

Note: The following sectiorassumsthat AvayaSBCE hadeen installed and that network
comectivity exists between the systerer more information oAvaya SBCE, refer to the
documentation listed iBection11 of these Application Notes.

7.1. Loginto Avaya Session Border Controller for Enterprise

Access t he web Hhttpsthexrxk/sbcbe (bwyh etryep ixn.gx .fx . X
the Avaya SBCE).

Enter theUsernameandPasswordand click onLog In button.

A\ Server Configuration - Av... X A LogInto Avaya SessionB.. >  Dial Patterns x| =+

€ ®8 |https://10.33.10.29/sb c Search

Log In
AVAYA Username:

Password: [sesessesescese |
Session Border Controller WELCOME TO AVAYA SBC
for Enterprise Unauthorized access to this machine is prohibked. This system s for the

use authorized users only. Usage of this system may be monitored and
recorded by system personnel.

Anyone using this system expressly consents to such menitoring and is
advised that if such monitoring reveals possible evidence of criminal
activity, system personnel may provide the evidence from such
monitering to law enforcement officials.

® 2011 - 2016 Avaya Inc. All rights reserved.

Figure 54: Avaya SBCE Login
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The Dashboard main page will appear as shown below.

Alarms  Incidents  Statusv  Logs~  Diagnostics  Users Settings v Help v~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Dashboard

Administration

Backup/Restore This system contains one or more Avaya demo certificates. These certificates have been compromised and should not be used

for any production traffic.

System Management
Global Parameters

PPM Services System Time 03:42:04 AM EST Refresh EMS
Domain Policies Version 7.1.0.1-07-12090 SBCET1
TLS Management £

Build Date Sun Dec 4 19:22:22 EST 2016

Device Specific Settings
License State @ 0K

Aggregate Licensing Overages 0

Peak Licensing Overage Count 0

Last Logged in at 02/17/2017 02:13:55 EST

Failed Login Attempts 0

Alarms (past 24 hours) Incidents (past 24 hours)

None found SBCET71 : Max forwards Exceeded

SBCET71 : Max forwards Exceeded
SBCET71 : No Subscriber Flow Matched
SBCE71 : No Subscriber Flow Matched

SBCET71 : No Subscriber Flow Matched

Add

No notes found.

Figure 55. Avaya SBCE Dashboard

To view system information that has been configured during installation, navigaystem
Management A list of installed devices is shown in the right pane. In the compliance testing, a
single Device Nam&BCE71 was already added. To view the configuration of this device, click
View as shown in the screenshot below.

Alarms  Incidents  Statusv  Logs~  Diagnostics  Users Settings v Help v~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard System Management

Administration

Backup/Restore

[Dewces” | Updates ‘ | SSL VPN J I Licensing | \ Key Bundles

b Global Parameters Device Name Management IP Version Status

» Global Profiles 10.33.10.29 7.1.0.1-07-12090  Commissioned Reboot Shutdown Restart Application [View] Edit Uninstall

PPM Services
Domain Policies

TLS Management

Device Specific Settings

Figure 56. Avaya SBCE SystemManagement
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The System Information screen show&eneral Configuration, Device Configuration,
Network Configuration, DNS Configuration andManagement IP(s)information provided
during installation andorrespondto Figure 1.

System Information: SBCET71 X

|General Configuration|

Appliance Name SBCET1
Box Type SIP
Deployment Mode  Proxy

Device Configuration

HA Mode No

Two Bypass Mode No

- License Allocation

Standard Sessions 0
Requested: 0

Advanced Sessions 0
Requested: 0

Scopia Video Sessions
Requested: 0

CES Sessions 0
Requested: 0

Transcoding Sessions

Requested: 0
Encryption
-INelwork Conﬁgurationl
P Public IP Network Prefix or Subnet Mask ~ Gateway Interface
[10.10.98.13 10.10.98.13 255.255.255.192 10.10.98.1 Al |
10.10.98.34 10.10.98.34 255.255.255.192 10.10.98.1 Al
[10.10.98.111 10.10.98.111 255.255.255 224 10.10.98.97 B1]
10.10.98.123 10.10.98.123 255.255.255.224 10.10.98.97 B1
r [DNS Configuration Management IP(s)
Primary DNS 10.10.98.60 IP #1 (IPv4) 10.33.10.29
Secondary DNS
DNS Location DMz
DNS Client IP 10.10.98.13
Figure 57: Avaya SBCE Sysem Information
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7.2. Global Profiles

When selected, Global Profiles allows for configuration of parameters acrédsagi SBCE
appliances.

7.2.1. Configure Server Interworking Profile - Avaya Site

Server Interworkingrofile allowsadministratoto configure ad manage various SIP call server
specific capabilities such as call hold, 180 handling, etc.

From the menu on the lefftand side, seleclobal Profiles A Server Interworking
1 Selectavayaru in Interworking Profiles
91 Click Clone
1 EnterClone Name SMVM and click Finish (not shown)

The following screen shosthat Session Manager server interworlngfile (named:SMVM )
was added

Alarms  Incidents  Status~  Logsv  Diagnostics ~ Users Seftingsv  Helpv~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Interworking Profiles: SMVM
Administration —— —
Add Rename || Clone || Delete
BaclupiResior . Locame )| cone. [ osn )
System Management e, Click here to add a description.
Global Parameters i General | | Timers | [ Privacy | | URI Manipulation | [ Header Manipulation | [ Advanced |
4| Global Profiles avaya-ru
,
Dopriain DoS 0CS-Edge-Server
Server Interworking Hold Support NONE
Media Forking elscocem! 180 Handling None
Routing cups 181 Handling None
SSSEE TR 0CS-FrontEnd-Server 182 Handiing Nang
Topology Hiding
SMVM 183 Handli N
Signaling Manipulation EHanding s
URI Groups Refer Handling No
SNMP Traps URI Group None
Time of Day Rules Send Hold No
PPM Services
i Delayed Offer No
Domain Policies
TLS Management EEEE I o
Device Specific Settings Diversion Header Support No
Delayed SDP Handling No
Re-Invite Handling No
Prack Handling No
Allow 18X SDP No
T.38 Support No
URI Scheme siP
Via Header Format RFC3261
| Edit

Figure 58 Server Interworking i Avaya site
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7.2.2. Configure Server Interworking Profile i IntelePeer CoreCloud SIP
Trunk Site
From the menu othe lefthand side, seleclobal Profiles A Server Interworking A Add
1 EnterProfile Name: SP4(not shown)
1 Click Next button to leave all options at default
1 Click Finish (not shown)

The following screen shows thisitelePeer CoreClousener interworkingprofile (namedSP4
was added

Settings~  Helpv  Log Out

Alarms  Incidents  Status~ Logsv  Diagnostics ~ Users

Session Border Controller for Enterprise AVAYA
Dashboard Interworking Profiles: SP4
Administration ——
Add Rename | | Clone || Delete
Backup/Restore J [ J
Syeiem Mangerent i
Global Parameters ©s2100 General | l [ Privacy H URI ‘ ‘ Ad q l
4 [Global Profiles avaya-iu
General
Domain Dos I EEEE——
0CS-Edge-Server
Server Interworking Hold Suppott NONE
Media Forking e 180 Handling None
Routing cups 181 Handling None
Server Configuration OCS-FrontEnd-Server 182 Handiing o
Topology Hiding o
Signaling Manipulation 183 izhding Nodle
URI Groups Refer Handling No
SNMP Traps URI Group None
Time of Day Rules Send Hold No
PPM Services
Delayed Offer No
Domain Policies
TLS Management S Hending Ho
Device Specific Settings Diversion Header Support No
Delayed SDP Handling No
Re-Imvite Handling No
Prack Handling No
Allow 18X SDP No
T.38 Support No
URI Scheme siP
Via Header Format RFC3261
[ Edit

Figure 59: Server Interworking i IntelePeer CoreCloudSIP Trunk site
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7.2.3. Configure Signaling Manipulation

The SIP signaling header manipulation feature adds the ability to add, change and delete any of
theheaders and othenformation in a SIP message.

From the menu on the leftand sideselectGlobal Profiles A Signaling Manipulation A Add
1 Enter scripfTitle: SP4. In the script editing window, enter the text exactly as shown in
the screenshot on the rigpage to perform the following:
- Remove user of SIP URI in Requésihe header of the SIP OPTIONS coming from
IntelePeer CoreCloud
- Remove plus sign in From, PAI, Contact, Diversion headers for outbound calls
- Click Save(not shown)
Note: SeeAppendix B in Section 13 for the reference of thsignaling manipulation (§Ma)
script.

Alarms  Incidents  Status~ Logs v  Diagnostics Users Settings v Help v  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Signaling Manipulation Scripts: SP4

Adminisiration Upload Add Download Clone Delete

Backup/Restore . ’ -
System Management g'gi’;t"g Manipulation Click here to add a description.

Global Parameters m Signaling Manipulation
4| Global Profiles sncs s
within session "ALL

Domain DoS

act on message where ¥DIRECTION="INBOUND" and ¥ENTRY_POINT="AFTER_NETWORK"
Server Interworking

Media Forking odify the OPTIONS
Routing %HEADERS "Request_Line"][1].URI.USER.regex_replace(" (\DAL47I0PT@0@2430887)","");

Server Configuration

Topology Hiding act on message where X¥DIRECTION="OUTBOUND" and ¥ENTRY_POINT="POST_ROUTING"

Signaling

Manipulation

URI Groups gn in From/PAI/Contact/Diversion headers
m"][1].URI.USER.regex_| replace ()"

SNMP Traps HHEADERS[ "P-Asserted-Identity" ][ 1] URT.USER. regex replace (V)"

Time of Day Rules ¥HEADERS| "Contact”][1].URI.USER.regex_replace("(\+)

¥HEADERS| "Diversion”][1].URI.USER.regex_replace '(\+)
FGDN Groups

Reverse Proxy Policy
PPM Services
Domain Policies Edit

ILS Management

Figure 60: Signaling Manipulation
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7.2.4. Configure Server i Avaya Site

The Server Configuration screen contains four taliSeneral, Auth entication, Heartbeat, and
Advanced Together, these tabs allameto configure and manage various SIP call server
specific parameters such part assignment, IP Server type, heartbeat signaling parameters and
some advanced options.

From the menu on &hlefthand side, seleclobal Profiles A Server Configuration A Add
EnterProfile Name SMVM

OnGeneraltab, enter the following:

1 Server Type SelectCall Server

1 TLS Client Profile: SelectAvayaSBCClient. Note: During the compliance test in the
lab enwronment,demo certificates are used on Session Manager, and are not
recommended for production use. Session Manager 7.0 includes SMGR signed certs, not
the Avaya demo certificateRefer toSection11[10] for documentelated toTLS
managemenrand certificate installatioan theAvaya SBCE
IP Address/FQDN: 10.33.1043 (Session ManagdP Address)
Port: 5061
Transport: TLS
Click Finish (not shown)

= =4 =4 -2

Alarms  Incidents  Statusv  Logsv  Diagnostics  Users Settingsv  Helpv  Log Out

Session Border Controller for Enterprise AVAYA

Dashboard Server Configuration: SMVM

Administration
Add Rename | Clone || Delete
Backup/Restore

System anagement [General]| | Authentcaton | |[a
Global Parameters

4| Global Profiles
[TLS Client Profile

Domain DoS

[server Type Call Server|
AvayaSBCClient

Server Interworking IP Address / FQDN o1

Media Forking 10.33.10.43 5061 s
Routing

Server Configuration Edit

Topology Hiding

Figure 61: Server Configuration i General - Avaya site
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On theAdvancedtab:
1 Enable Groomingbox is checked
1 SelectSMVM for Interworking Profile (seeSection7.2.7)
1 Click Finish (not shown)

Alarms  Incidents  Status v

Dashboard

Administration

Backup/Restore

System Management

Global Parameters

.
Domain DoS
Server Interworking
Media Forking
Routing
Topology Hiding
Signaling Manipulation
URI Groups

Logsv Diagnostics  Users

Session Border Controller for Enterprise

Server Configuration: SMVM

Add

General || ication | [ Heartbeat | [[Advanced] |

Seftingsv  Helpv  Log Out

AVAYA

Rename | Clone | Delete

Enable DoS Protection

[Enable Grooming

]

[Interworking Profile

SMVM |

Signaling Manipulation Script
Securable

Enable FGDN

None

Edit

HV; Reviewed:
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7.2.5. Configure Server i IntelePeer CoreCloud SIP Trunk
From the menu on the leffiand side, seleclobal Profiles A Server Configuration A Add

EnterProfile Name SP4

On Generaltab, enter the following:

1
1

il
il
il

Server Type SelectTrunk Server

IP AddresFQDN: 192.168.123.178ntelePeer CoreCloud SIP SignaliSgrverlP
Address)

Port: 5060

Transport: UDP

Click Finish (not shown)

Backup/Restore
System Management [General] | Authentication || Heartbeat || Advanced |

Incidents  Status~ Logs~ Diagnostics Users Settings v Help ~  Log Out

Session Border Controller for Enterprise AVAYA

Dashboard Server Configuration: SP4
Administration

Add Rename Clone Delete

Global Parameters [server Type Trunk Server |
i SuvM
Domain DoS IP Address / FQDN Port Transport
Server Interworking 192.168.123.173 5060 upP
Media Forking Edit
Routing
Topology Hiding
Figure 63: Server Configuration i General - IntelePeer CoreCloudsite
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OnHeartbeat tab, click Edit button toenter the flowing:
i CheckEnable Heartbeat

1 SelectMethod: OPTIONS
1 Frequency. 30 seconds
1 From URI: ping@10.10.98.111
1 To URI: ping@192.168.123.173
Alarms  Incidents  Status~ Logs~  Diagnostics  Users Settings v Help ~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Server Configuration: SP4
Adminisiration Add Rename Clone Delete
Backup/Restore T Em— = =
System Management | \ J H'—” | ‘
Global Parameters |Enable Heartbeat |
‘ Sl Method OPTIONS
Domain DoS
Server Interworking Frequency 30 seconds
Media Forking From URI ping@10.10.98.111
Routing To URI ping@192.168.123.173
Topology Hiding Edit
Signaling Manipulation

Figure 64: Server Configuration i Heartbeat - IntelePeer CoreCloudsite
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mailto:ping@10.10.98.111

On the Advancedtab, enter the following:
1 Interworking Profile : SP4(seeSection7.2.2
1 Signaling Manipulation Script: SP4(seeSection7.2.3
1 Click Finish (not shown)

Alarms  Incidents  Statusv  Logsv  Diagnostics  Users Settingsv  Helpv  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Server Configuration: SP4
P taten Add Rename Clone Delete
Backup/Restore
System Management General | Authenticaton| I
v 3Global Faraeters Enable DoS Protection &)
- [CobaProtes] s
Domain DoS Enable Grooming 1]
Server Interworking Interworking Profile SP4
Media Forking Signaling Script SP4
Routing
Securable [m]
Topology Hiding Enable FGDN L]
Signaling Manipulation
URI Groups Edt
SNMP Traps
Figure 65: Server Configuration i Advanced- IntelePeer CoreCloudsite
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7.2.6. Configure Routing i Avaya Site

Routing profiles define a specific set of packet routing criteria that are used in conjunction with
other types of domain policies to identify a pautar call flow and thereby ascertain which

security features will be applied to those packets. Parameters defined by Routing Profiles include
packet transport settings, name server addresses and resolution methods, next hop routing
information, and packetansport types

From the menu on the leffiand side, seleclobal Profiles A Routing and clickAdd as
highlighted below.

EnterProfile Name SP4_To_SMVMand clickNext button (Not Shown)
SelectLoad Balancing: Priority

CheckNext Hop Priority

Click Add button to add a Nextop Address

Priority/Weight : 1

Server Configuration: SMVM (seeSection7.2.9

Next Hop Address 10.33.10.436061 (TLS) (Session ManagdP Address)
Click Finish

= =42 =4 -8 _-48_-9_-°

URI Group - v Time of Day default !

Load Balancing riori v|| NAPTR

Transport Next Hop Priority
Next Hop In-Dialog [ Ignore Route Header [

ENUM (i ENUM Suffix

Priority /

Weight Server Configuration Next Hop Address

1 | [smvm v] [10.33.10.43:5061 (TLS) ]| [None

Figure 66. Routing to Session Manager

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 64 of 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



7.2.7. Configure Routing i IntelePeer CoreCloud SIP Trunk Site
The Routing Profile allowsneto manage parameters relateddating SIP signaling messages.

Fromthe menu on the leftand side, seleclobal Profiles A Routing and clickAdd as
highlighted bedw.

EnterProfile Name SMVM _To_SP4and clickNext button (not shown)

1 Load Balancing: Priority

1 CheckNext Hop Priority

1 Click Add buttonto add a NexHop Address

1 Priority/Weight : 1, Server Configuration: SP4(seeSection7.2.9
1

Next Hop Address 192.168.123.173060 (UDP)(IntelePeer CoreCloud Signaling
Server IP Address)

M Click Finish

Routing Profile

URI Group Time of Day

Load Balancing Priority v | NAPTR

Transport None Next Hop Priority

Next Hop In-Dialog  [] Ignore Route Header [

ENUM ] ENUM Suffix

Priority /

Weight Server Configuration Next Hop Address Transport

v| [192.168.123.173:5060 (UDP) || | Hone

Figure 67: Routing to IntelePeer CoreCloudSIP Trunk
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7.2.8. Configure Topology Hiding i Avaya Site

The Topology Hiding screen allowsnadministatorto manage how various source, destination
and routing information in SIP and SDP message headers are substituted or changed to maintain

the integrity of the network. It hides the topology of the enterprise network from external

networks

From the mau on the lefthand side, sele&lobal Profiles A Topology Hiding

SelectAdd button toenterProfile Name SP4 To_ SMVM. Add headers as below:

1 For the HeadeRequestLine,

- IntheCriteria column selectP/Domain

- IntheReplace Actioncolumn selectOverwrite

- In theOverwrite Value column bvwdev.com
1 For the Headero,

- IntheCriteria column selectP/Domain

- IntheReplace Actioncolumn selectOverwrite

- In theOverwrite Value column bvwdev.com
1 For the HeadeFrom,

- In theCriteria column selectP/Domain

- IntheReplace Actioncolumn selectOverwrite

In the Overwrite Value column bvwdev.com

Click Finish (not shown)

Alarms  Incidents ~ Status~ Logsv  Diagnostics  Users

Settings~v Helpv  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Topology Hiding Profiles: SP4_To_SMVM
::rcnk':'s/:;aet:;e [(ada ] Rename | [_Clone ] [ pelete
Global Parameters default Topology Hidin,
‘ e 1 prile edv = Criteria Replace Action Overwrite Value
e, [Recuesttie PiDoain Oenwic bwievcon |
Media Forking [T 1P/Domain Overwrite bawdev.com |
Routing [From IP/Domain Overwiite bowdev.com |
Server Configuration —
3
Signaling Manipulation
Figure 68 Topology Hiding To Session Manager
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From the menu on the leftand side, sele&lobal Profiles A Topology Hiding
1 Selectdefault in Topology Hiding Profiles
9 Click Clone
1 EnterClone Name SMVM _To_SP4 and clickFinish (not shown)

Click Finish (not shown)

Alarms  Incidents  Status~ Logs~  Diagnostics  Users Settings v Help v~  Log Out

Session Border Controller for Enterprise AVAYA

Dashboard Topology Hiding Profiles: SMVM_To_SP4

OISt aion Add Rename Delete
Topology Hiding Click here to add a description..
Profiles

Backup/Restore
System Management

Global Parameters m‘
 [Glabat Proffes | :

Domain DoS cisco_th_profile Header Criteria Replace Action Overwrite Value
Server Interworking SP4_To_SMVM i IRMoman Auto
Media Forking SMVM To SP4 Referred-By IP/Domain Auto —
Routing T From IP/Domain Auto
Server Configuration Via \P/Domain At _
.

g 7 2 SDP IP/Domain Auto -
Signaling Manipulation
URI Groups Request-Line IP/Domain Auto —
SNMP Traps Record-Route IP/Domain Auto -
Time of Day Rules Refer-To IP/Domain Auto —
FGDN Groups
Reverse Proxy Policy Edit

Figure 69 Topology Hiding To IntelePeer CoreCloud
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7.3. Domain Policies

The Domain Policies feature allows admirasor to configure, apply, and manage various rule
sets (policies) to control unified communications based upon various criteria of communication
sessions originating from or terminating in the enterprise. These criteria can be used to trigger
different plicies which will apply on call flows, change the behavior of the call, and make sure
the call does not violate any of the policies. There are default policies available to use, or an
administrator can create a custom domain policy.

7.3.1. Create Media Rules

Media Rules allow one to defimaedia packet parameters such as prioritizing encryption
techniques and packet encryption techniques. Together thesenelatia parameters define a
strict profile that is associated with other &gecific policies to detenme how media packets
matching these criteria will be handled by theaya SBCE security producfor the compliance
test, the predefinedefault-low-med-enc media rule (shown below) was udedclone and edit

From the menu on the lefftand side, selé®omain PoliciesA Media Rules
1 Select thalefault-low-med-encrule, clickClone. EnterClone Name SMVM _SH
Click Finish (not shown)
1 SelectSMVM_SP4 underMedia Rulesto Edit

TheEncryption tab indicates thaRTP andSRTP_AES CM_128 HMAC_SHA1 80
encrypton wereusedasPreferred Formats for Audio Encryption
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Alarms  Incidents  Status v

Session Border Controller for Enterprise

Dashboard

Administration

Backup/Restore

System Management

Global Parameters

v Global Profiles

> PPM Services

3
Application Rules
Border Rules
Security Rules
Signaling Rules

End Point Policy
Groups

Session Policies
> TLS Management
Device Specific Settings

Logs~  Diagnostics Users

Settings v Help v  Log Out

AVAYA

Media Rules: SMVM_SP4

Add ‘ Filter By Device... v‘

Rename Delete

Media Rules Click here to add a description
default-low-med W‘H Codec Prioriti QoS

default-low-med-enc
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default-high =
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g
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Lifetime Any
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7.3.2. Create Endpoint Policy Groups

The EndPoint Policy Group feature alloveseto createPolicy SetsandPolicy GroupsA
Policy Setis an association andividual, SIP signéng-specific security policies (rule sets):

application, border, media, security, signaling, and ToD, each of which was created using the

procedures contained in the previous sectiong?phcy Groupis comprised of one or more
Policy Sets. The purposé Bolicy Sets and Policy Groups is to increasingly aggregate and

simplify the application oAvaya SBCE security features to very specific types of SIP signaling

messages traversing through the enterprise.

From the menu on the leffiand side, sele@omain PoliciesA End Point Policy Groups

1 SelectAdd.

1 EnterGroup Name: SMVM_SP4
- Application Rule: default
- Border Rule: default
- Media Rule: SMVM_SP4 (Seein Section7.3.])
- Security Rule default-low
- Signaling Rule default
1 SelectFinish (not shown)

Alarms  Incidents  Status~ Logs~  Diagnostics  Users Settings v Help ~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Policy Groups: SMVM_SP4 °
Administration Add || [Filter By Device... v] Rename || Clone | | Delete

Backup/Restore
System Management
Global Parameters
Global Profiles
> PPM Services
.
Application Rules
Border Rules
Media Rules
Security Rules
Signaling Rules

End Point Policy|
Groups

Session Policies

Policy Groups

default-low

default-l

Click here to add a description..

Hover over a row to see its description.

default-med
default-med-enc
default-high
default-high-enc
OCS-default-high
avaya-def-low-enc
avaya-def-high-subs..

avaya-def-high-server

Policy Group |

Summary

Order Border Security

1 | | defautt default SMVM_SP4 default-low default

Application Signaling

Edit

TLS Management
Device Specific Settings
Figure 71. Endpoint Policy
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7.4. Device Specific Settings

The Device Specific Settings feature for SIP allmmsto view aggregate system information,
and manage various devispecific parameters which determine howasipular device will
function when deployed in the network. Specificatlye haghe ability to define and administer
various devicespecific protection features such as Message Sequence Analysis (MSA)
functionality, endpoint and session call flows ahg&twork Management.

7.4.1. Manage Network Settings

From the menu on the leffiand side, seledevice Specific Setting®, Network Management
1 SelectNetworks tab and clickhe Add buttonto add a networkor theinside interface as
follows:
- Name Network Al
- Default Gateway: 10.10.981
- SubnetMask: 255.255.255.192
- Interface: Al (This isthe Avaya SBCE inside interface)
- Click the Add button to addhelP Addressfor inside interface10.10.9813
- Click theFinish button to save the changes

Add Network

Name [Network_A1

Default Gateway [10.10.98.1

Network Prefix or Subnet Mask ‘255.155.255.191

Interface [a ]|

|[10.10.98.13

Figure 72 Network Managementi Inside Interface
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From the menu on the leffiand side, seledevice Specific Settingsy, Network Management

1 SelectNetworks tab and clickAdd buttonto add a networkor theoutside interface as
follows:
- Name Network Bl
- Default Gateway. 10.109897
- SubnetMask: 255.255.255.224
- Interface: B1 (This isthe Avaya SBCEoutside interface)
- Click the Add button to addhe P Addressfor outside interface10.10.98111
- Click theFinish button to save the changes

Add Network

Name ‘Necwork_m

Default Gateway [10.10.98.97

Network Prefix or Subnet Mask ‘255.255.255.224

Interface 1

[[10.10.98.111

Figure 73: Network Managementi Outside Interface
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From themenu on the lefhand side, sele@evice Specific Settinggy, Network Management
1 SelecttheInterfacestab

1 Click on theStatusof the physical interfaces being used and change thé&mnabled
state

Alarms  Incidents  Statusv  Logsv  Diagnostics  Users

Settingsv  Helpv  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Network Management: SBCE71
Administration
Backup/Restore
System Management Interfaces| | |iHigouatS

Global Parameters SBCET1 Add VLAN
Clotpl Erofies Interface Name VLAN Tag Status
PPM Services
(A1 Enabled |
Domain Policies
TLS Management 2
+ [Device Specifc Setings| (Bt g

B2 Disabled

Management

Media Interface

Figure 74: Network Management i Interface Status
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7.4.2. Create Media Interfaces

Media Interfaces define tH addresssand port ranggin which the Avaya SBCE will accept
media streams on each interfacélse default media port range on the Av&BCEcan be used
for inside port

Fromthe menu on théeft-hand sidePevice Specific SettingsA Media Interface
1 Selectthe Add button and enter the following:
- Name InsideMedial
- IP Address SelectNetwork Al (A1,VLANO) and10.10.8.13(Internal IP Address
towardSession Managgr
- Port Range 350001 40000
- Click Finish (not shown)
1 Selectthe Add buttonand enter the following:
- Name OutsideMedial
- IP Address SelectNetwork_B1 (B1,VLANO) and10.10.98.11 (External IP
Address towardntelePeer CoreCloyd
- Port Range 350001 40000
- Click Finish (not shown)

Alarms  Incidents  Statusv Logsv  Diagnostics Users Settingsv  Helpv  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Media Interface: SBCE71
Administration
Backup/Restore .
System Management Moslajimiece
SBCET1
Global Parameters Modifying or deleting an existing media interface will require an application restart before taking effect. Application restarts can be issted
Global Profiles from System Management.
PPM Services
i ba% Add
Domain Policies :
TLS Management Name M:Edt'ilp Port Range
4 | Device Specific Settings ; : 10.10.98.13 it Delete
P 9 InsideMediat B 35000 - 40000 Edit Delete
Network Management
Media Interface OutsideMedial L neeny 35000 - 40000 Edit Delete

Sianaling Interface

Figure 75: Media Interface
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7.4.3. Create Signaling Interfaces
Signaling Interfaces define the type of signaling on the ports

From the menu on the leffiand side, sele®@evice Specific Setting#®, Signaling Interface

1 Selectthe Add buttonand enter the following:
- Name OutsideUDP

- IP Address SelectNetwork_B1 (B1,VLANO) and10.10.98.11 (External IP

Address towardntelePeer CoreCloyd
- UDP Port: 5060
- Click Finish (not shown)

From the menu on the leffiand side, sele®@evice Specific Skings A Signaling Interface

1 Selectthe Add button and enter the following:
- Name InsideTLS

- IP Address SelectNetwork A1l (A1,VLANO) and10.10.9813 (Internal IP Address

towardSession Managgr
- TLS Port: 5061

- TLS Profile: AvayaSBCServer Note: Refer toSection11[10] for documentelated
to TLS management and certificate installationthe SBC

- Click Finish (not shown)

Note: For the external interface, the Ava$8CE was configured to listen for UDP on port 5060
thesame asntelePeer CoreCloudsal. For the internal interface, the Avaya SB@B&S

configured to listen for TLS on port 5061

Alarms  Incidents  Status~  Logsv  Diagnostics  Users

Settings~ Helpv  Log Out

Session Border Controller for Enterprise

AVAYA

Dashboard
Administration
Backup/Restore

System Management
Global Parameters
Global Profiles
PPM Services
Domain Policies

Signaling Interface: SBCE71

Devices

SBCET1

Signaling Interface

an be issued from System Management.

Modifying or deleting an existing signaling interface will require an application restart before taking effect. Application restafts c:

Add

Signaling IP
Ne?wm 9 TCP Port UDP Port

TLS Management

= 10.10.98.111
4| Device Specific Settings Network_B1 (B1

Network Management

VLAN 0) - 5060

Media Interface

Si;nalin; Interface

End Point Flows

Figure 76: Signaling Interface
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7.4.4. Configuration Server Flows
Server Flowsallow anadministratoto categorize trunside signaling and apply a policy.

7.4.4.1 Create End Point Flows i SMVM Flow

From the menu on the leffiand side, seled®@evice Specific Setting®, End Point Flows
1 Select theéServer Flowstab
1 SelectAdd, enterFlow Name: SMVM Flow
- ServerConfiguration: SMVM (seeSection7.2.4
- URI Group: *
- Transport: *
- Remote Subnet: *
- Received Interface OutsideUDP (seeSection7.4.3
- Signaling Interface: InsideTLS (seeSectian 7.4.3
- Media Interface: InsideMedial (seeSection7.4.2
- Secondary Media Interface None
- End Point Policy Group: SMVM_SP4 (seeSection7.3.2
- Routing Profile: SMVM _To_SP4 (seeSection7.2.7)
- Topology Hiding Profile: SP4 To_ SMVM (seeSection7.2.8
- Leave other parameters as default
- Click Finish

Flow Name

Senver Configuration

URI Group

Transport

Remote Subnet

Received Interface
Signaling Interface

Media Interface
Secondary Media Interface
End Point Policy Group

Routing Profile

Topology Hiding Profile

Signaling Manipulation Script

Remote Branch Office

Figure 77: End Point Flow to IntelePeer CoreCloudSIP Trunk
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7.4.4.2 Create End Point Flows i1 IntelePeer CoreCloud SIP Trunk Flow

From the menu on the leffiand side, sele®@evice Specific Setting®, End Point Flows
1 Select theéServer Flowstab
1 SelectAdd, enterFlow Name SP4Flow
- Server Configuration: SP4 (seeSection7.2.95
- URI Group: *
- Transport: *
- Remote Subnet: *
- Received Interface InsideTLS (seeSection7.4.3
- Signaling Interface: OutsideUDP (seeSection7.4.3
- Media Interface: OutsideMedial (seeSection7.4.2
- Secondary Media Interface None
- End Point Policy Group: SMVM__SP4 (seeSection7.3.2
- Routing Profile: SP4 To_SMVM (seeSection7.2.9
- Topology Hiding Profile: SMVM_ To_SP4(seeSection7.2.8
- Leave other parameters as default
- Click Finish

Add Flow

Flow Name

Server Configuration

URI Group
Transport

Remote Subnet

Received Interface
Signaling Interface

Media Interface
Secondary Media Interface
End Point Policy Group

Routing Profile

Topology Hiding Profile

Signaling Manipulation Script

Remote Branch Office

Figure 78 End Point Flow from IntelePeer CoreCloudSIP Trunk
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8. IntelePeer CoreCloud SIP Trunk Configuration

IntelePeer CoreCloud responsible for the network configuration of thieelePeer CoreCloud
SIP Trunkservice.IntelePeer CoreCloudill require that the customer provide the public IP
address used t@adt the AvayaSBCE public interfaceat the edgef the enterprisdntelePeer
CoreCloudwill provide the IP address of tHatelePeer CoreClou8IP TrunkSIP
signaling/SBAP addresses of media soureeslDirect Inward Dialed (DID) numbergssigned
to the enterpriseintelePeer CoreCloudlso provides théntelePeer CoreClou8IP Specification
document for referenc&his information isused to completconfigurations folCommunication
Manager SessiorManager andthe Avaya SBCE discussed in the previsisections.

The configuration betwedntelePeer CoreClou8lIP Trunkand the enterprise is a stait
addreszonfiguration.

9. Verification Steps

This section provides verification steps that may be performed in the field to verify that the
solution is onfigured properlyThis section also provides a list of useful troubleshooting
commands that can be used to troubleshoot the solution.

Verification Steps:

1. Verify that endpoints at the enterprise site can place calls to the PSTN and that the call
remainsactive for more than 35 seconds. This time period is included to verify that
properrouting of the SIP messaging has satisfied SIP protocol timers.

2. Verify that endpoints at the enterprise site can receive calls from the PSTN and that the
call can remain etive for more than 35 seconds.

3. Verify that the user on the PSTN camdan active call by hanging up.
4. Verify that an endpoint at the enterprise site eadan active call by hanging up.
HV; Reviewed: Solution & Interoperability Test Lab Application Note: 780f 103

SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



Troubleshooting:

1. Communication ManageEnter the following commads usinghe Communication
ManagerSystem Access Terminal (SAT) interface

1 list trace station <extension number>Tracescalls to and from a specific
station

1 list trace tac<trunk accessadenumbep - Trace calls over a specific trunk
group

1 status staion <extension number- Displays signaling and media information
for an active calbn a specific statian

1 status trunk-group <trunk-groupnumbep - Displaystrunk-groupstate
information

1 satus signaling-group <signalinggroupnumbep - Displays signing-group
state information

2. Session Manager:

91 Call Routing Test- The Call Routing Test verifies the routing for a marar
source and destinatiomo run the routing test, navigateEtementsA Session
Manager A System ToolsA Call Routing Test Enterthe requested data to run
the test.

1 traceSMi Session Manager commarnud tool for traffic analysis.og into the
Session Manager management interface to run this command

3. Avaya SBCE: Debug logging can be staritetivo different ways
1 GUI of the SBC:Device Specific Setting#y, Troubleshooting A Debugging
- SIP only: enable LOG_SUB_SIPCC subsystem under SSYNDI process.
- CALL PROCESSING: enable all subsystems under SSYNDI process.
- PPM: enable all subsystems under CONFIG_PROXY process.
The log files ae stored at/usr/local/ipcs/log/ss/logfiles/elog/SSYNDI

1 Command Line Interface: Login with root user and enter the command:
#traceSBC. The tool updates the database directly based on which trace mode is
selected.

10. Conclusion

These Application Notes descrideetconfiguratiomecessary to conne&iaya Aurd
Communication ManageAvaya Aur& Session ManagemdAvaya Session Border Controller
for Enterpriseo IntelePeer CoreCloud his solution successfully passed compliance testing via
the Avaya DevConnectrégram.Please refer t&ection2.2for any exceptions or workaround
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12. Appendix Ai Remote Worker Configuration

This section describes the process for connecting remote Avaya SIP endpoints on the public
Internet, access through the Avaya SBCE to Session Manager on the private enterprise. It builds
on the Avaya SBCE configuration described in previous secbibtiss document.

In the reference configuration, an existing Avaya SBEprovisioned to access theelePeer
CoreCloudSIP TrunkServices (se&ection2.1of this document). The Avaya SBCE also
supports Remote Worker cogiirations, allowing remote SIP endpoints (connectedhaa
public Internet) taaccess the private enterprise.

Supported endpoints arevédya 96x1 SIDeskphongsAvaya oneX® Communicator SIP
softphone and Avay@ommunicatofor Windows SIP softphone. Aya 96x1 SIP Deskphones
support SRTP, while Avaya o¢® Communicator and Avaygommunicatofor Windows
softphones support RTP.

Note: In thecompliance testing, onlvayaCommunicatofor Windows SIP softphoneas
used to test as the remote worker.

Standard and Advanced Session Licenses are required for the AvayatSBGgportRemote
Workers. Contact an authorized Avaya representative for assistance if additional licensing is
required. The settings presented here illustrate a sample configuratiareamat intended to be
prescriptive.
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The figure below illustrates the Remote Worker topology used in the reference configuration.
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Figure 79: Avaya IP Telephony Network for Remote Worker
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12.1. Network Management on Avaya SBCE

The following screen shows tiNetwork Managementof the Avaya SBCE. The Avaya SBCE

is configured with three fAoutsideo | P address
Ainsided addresses assigned to physical i nter

Note: A SIP Entity in Sesion Managewas not configure f or t he Avaya $BCEOS
address used for Remote Worker. This keeps the Remote Worker interface untrusted in Session
Manager, thereby allowing Session Manager to properly challenge user registration requests.

These are the IP addresses usetarréference configuration:

1 10.10.9813istheAvayaSBCE fAi nsi de 0 addoneddosSIBr evi ousl y
Trunking withIntelePeer CoreClougseeSection7.4.])

1 10.10.984isthenewAvayaSBCE i nsi de 0 a ditarasesstof or Re mo
Session Manager

7 10.10.9811listheAvayaSBCE fAout si de 0 avsibned®rsSIPpr evi ous||
Trunking with IntelePeer CoreClougseeSection7.4.])

1 10.10.98123isthenewAvayaSB CE fiout si de 0 e¥%Wdrkkraecesstof or Rer
Session Border Controller

From the menu on the leffiand side, seledevice Specific Setting®, Network Management
1 Enter theabovelP AddressesandGateway Addres&sfor both the Inside and the
Outside interfaes
1 Select the physicaliarface used in thénterface column accordingly

Alarms  Incidents  Status~ Logs~  Diagnostics  Users Settings v Help ~  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Network Management: SBCE71
Administration
Backup/Restore
System Management Interfaces | | [Networks
Global Parameters SBCET1 Add
Global Profiles
Subnet Mask / Prefix
PPM Services Name Gateway Venoth Interface IP Address
Domain Policies Wetwork_m 1010.98.1 265.255.265.192 At 10109813 Eii DRl
TLS Management
4 [Device Specific Settings| Network_B1 10.10.98.97 255255 255.224 B1 }8 }333}1213 ’ Edit Delete
Network
Management

Figure 80: Network Management

On thelnterfacestah, verify that Interface#\1 andB1 are both set t&nabled as previously
configured for théntelePeer CoreClou8IP Trunkaccess irsection7.4.1
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Alarms  Incidents  Statusv  Logsv  Diagnostics  Users Settingsv  Helpv  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Network Management: SBCE71
Administration
Backup/Restore
System Management Interfaces|| iCRNRIRS
> Global Parameters SBCET1 Add VLAN
Global Profiles Interface Name VLAN Tag Status
PPM Services
(A1 Enabled |
Domain Policies =
TLS Management = Disabled
4 [Device Specific Settings [B1 J
Network B2 Disabled
Management

Media Interface

Figure 81 Network Interface Status

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 84 0f 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



12.2. Media Interface on Avaya SBCE
From the menu on the leffiand sideselectDevice Specific SettingsA Media Interface
1 Selectthe Add button and enter the following:
- Name InsideMedRW
- |IP Address SelectNetwork Al (Al, VLANO) and10.10.9834 (Internal IP Address
toward Session Manager)
- Port Range 350001 40000
- Click Finish (not shown)
1 Selectthe Add button and enter the following:
- Name OutsideMedRW
- IP Address SelectNetwork_B1 (B1,VLANO) and10.10.98.123%External IP
Address toward Remote Worker phones)
- Port Range 350001 40000
- Click Finish (not shown)

Alarms  Incidents  Status~ Logs~  Diagnostics  Users

Settings v Help ~  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Media Interface: SBCE71
Administration
Backup/Restore
System Management
Global Parameters SBCET1 5 - A T 7 x ) 3 ST
Modifying or deleting an existing media interface will require an application restart before taking effect. Application restarts can be
Global Profiles issued from System Management.
> PPM Services
Domain Policies -
TLS Management Name mi?:} P Port Range
4 - - -
Pevice;Speciic;Setings [ImsicetecRW 10109834 o 35000 - 40000 | Edit Delete
Network Management et
i 10.10.98.123 &
Media Interface IOuts\deMedRW Nebwor B1 (B, VLAN O] 35000 - 40000 l Edit Delete
Signaling Interface 0406843
i InsideMediat PR 35000 - 40000 Edit Delete
Session Flows i 10.10.98.111 Yafate
; OutsideMediat i D) 35000 - 40000 Edit Delete
> DMZ Services

Figure 82 Media Interface

Note: Media InterfaceDutsideMedRW is used in the Remote Worker Subscriber FI®edtion

12.9.1), and Media InterfactnsideMedRW is used in the Remote Worker Server Fi@ection
12.9.2.).

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 850f 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



12.3. Signaling Interface on Avaya SBCE
The following screen shows the Signaling Interface settings. $ignaterfaces were created
for the inside and outside IP interfacescuf® Remote Worker SIP traffic

Select theAdd button to create Signaling InterfabesideSIGRW using the parameters:
1 IP Address SelectNetwork Al (Al, VLANO) and10.10.9834 (Internal IP Address
toward Session Manager)
1 TLS Port: 5061
1 Click onFinish (not shown)
Select theAdd button to create Signaling Interfa@eitsideSIGRW using the parameters:
1 IP Address: SelectNetwork_B1 (B1, VLANO) and10.10.98123(External IP Addres
toward Remote Worker phongs

1 Click onFinish (not shown)
Alarms  Incidents  Status~ Logs v  Diagnostics  Users Settings v Help ~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Signaling Interface: SBCE71
Administration
Backup/Restore : —‘
System Management ~araiing(merace
SBCE71 ~
Global Parameters Modifying or deleting an existing signaling interface will require an application restart before taking effect. Application restarts can be
Global Profiles issued from System Management.
PPM Services Add
Domain Policies
TLS Management e Signaling IP R B Tispot TLS Profle
4 |Device Specific Settings 10.10.98.111
OutsideUDP 2 § — 5060 — None Edit Delete
Network Management e ZE S AU
Media Interface InsideTLS e - 5061 AvayaSBCServer Edit Delete
Signaling Interface
End Point Flows InsideSIGRW ;2;&?2311 VLANG) — — 5061 AvayaSBCSenver Edit Delete
Session FIOYVS OutsideSIGRW 1»12«:.2«9_8911%3 VIANO) e — 5061 AvayaSBCServer Edit Delete
DMZ Services

Figure 83: Signaling Interface

Note: Signaling Interfac®©utsideSIGRW is used in th&ubscriber FlowsSection12.9.), and
in the Remoté&Vorker Server Flaor (Section12.9.2.). Signaling InterfacénsideSIGRW is
used in thdRemoteWorker Server Flow $ection12.9.2.).
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12.4. Server Interworking Configuration on Avaya SBCE

From the menu on the lefftand si@, selecGlobal Profiles A Server Interworking
1 Selectinterworking Profile sasSMVM
1 On theAdvancedtab, clickEdit button, verifythatExtensionsis set toAvaya
1 Click Finish (not shown)

Aarms  Incidents  Statusv  Logsv  Diagnostics ~ Users Settingsv  Helpv  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard Interworking Profiles: SMVM
Administration
Add Rename || Clone | | Delete
Backup/Restore ————
System Management m Click here to add a description
Global Parameters 2200 General | [ Timers | [ Privacy | | URI Manipulation | [ Header Manipulation | | i
4| Global Profiles| avaya-ru
Record Routes Both Sides
LS 0CS-Edge-Server
Server Interworking Include End Point IP for Context Lookup Yes
Media Forking bzl [Extensions Avaya |
Routing S Diversion Manipulation No
Server Configuration Y X
i 0CS-FrontEnd-Server oot S Yo
Signaling Manipulation k] Route Response on Via Port No
URI Groups SP4 Relay INVITE Replace for SIPREC No
SNMP Traps
Time of Day Rules S
FGDN Groups DTMF Support None
PPM Services
Domain Policies

Figure 84 Server Interworking for Remote Worker
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12.5. Routing Profile on Avaya SBCE

The Routing Profilefo_SMVM _RW is created forouting the SIP traffic from Remote Worker
to Session Manageria Avaya SBCE

From the menu on the leffiand side, seleclobal Profiles A Routing A Add

EnterProfile Name To_SMVM _RW (not stown)

Load Balancing Priority

CheckNext Hop Priority

Click Add button to add a Nextop Address

Priority/Weight : 1

Server Configuration: SMVM

Next Hop Address 10.33.10.4%061 (TLS) (IP Address of Session Manayer
Click Finish

E I

The Routing Profildflo_SMVM _RW is used in the Subscriber Flowsgction12.9.]).

Routing Profile

URI Group Time of Day
Load Balancing Priority v | NAPTR

Transport None Next Hop Priority

Next Hop In-Dialog  [] Ignore Route Header  []

ENUM O ENUM Suffix

Priority /

Weight Server Configuration Next Hop Address Transport

| [smvm v| [10.33.10.43:5061 (TLS) ~]| [None Delete

Figure 85: Remote Worker Routing to SessionM anager
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The Routing Profilelefault RWis created forouting SIP traffic from Session Manager to
Remote Worker via Avay@BCE

From the menu on the leffiand side, seleclobal Profiles A Routing A Add

EnterProfile Name default RW

1 CheckLoad Balancing DNS/SRV
T NAPTR box ischecke
9 Click Finish

The Routing Profilelefault_RW is used in the Remote Worker Server Flovsastion 12.9.2.1

UR! Group Time of Day

Load Balancing | DNS/SRV vH [naPTR =]}

Transport None Next Hop Priority
Next Hop In-Dialog [ Ignore Route Header [

ENUM m] ENUM Suffix

Click the Add button to add a Next-Hop Address.

Figure 86. Remote Worker Default Routing
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12.6. User Agent on Avaya SBCE

User Agets arecreated for each type of endpaitéstedIn this compliance testingjvaya
Communicatofor Windowsis used as the User &gt

From the menu on the leffiand side, seleclobal ParametersA User Agents
Click Add button to add the user agent

1 EnterName Avaya Communicator
1 EnterRegular Expression Avaya Flare.*
1 Click onFinish (not shown)

Alarms  Incidents  Statusv  Logsv  Diagnostics Users Settingsv  Helpv  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard User Agents
Administration
Backup/Restore
System Management LT
' Add
RADIUS Regular Expression
DoS/DDoS Avaya Communicator Avaya Flare * Edit let
Scrubber
Global Profiles
Figure 87: User Agentsfor Remote Worker
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The following abridged output &ession Manager trasbows the details of dNVITE from an

Avaya Communicator for WindowsTheUserAgentshown in ths trace will match User gent

Avaya Communicator shown above with Regular Expressionof fiAvaya Flare.*0 . I n this
expressi wnl | A ma listedaftea theyusen agengname.

INVITE sip: 61613XXX 5280@bvwdevcom SIP/2.0

From: sip4982@bvwdevcom;tag=59f03c#529fb7c152aa3fd4 F0950710.10.28

To: sip:61613XXX 5280@bvwdevcom

CSeq: 2ANVITE

Call-ID: 18_a780-49279ea452aa365c_|@10.10.98.78

Contact: sip:4982@10.10.98.78:5061;transport=tls;subid_ipcs=37845578dZayacm-line=1
Allow: INVITE,CANCEL,BYE,ACK,SUBSCRIBE,NOTIFY,MESSAGE,INFO,PUBLISH,REFER,UPDATE,PRA
CK

Supported: eventlist, 100rel, replacesd.avaya.ipo

User-Agent: Avaya Flare Engine/ 2.0.0 (Engine GA2.0.0.57; Windows NT 6.2, 3bit)
Max-Forwards: 69

Via: SIP/2.0/TLSL0.10.98.78215tbranch=z9hG4bK18_a7e&12c149e52aa3fe8 109507
AcceptLanguage: en

ContentType: application/sdp

ContentLength: 440

Figure 88 Output of trace for User Agent
Note: TheUser Agents defined in itsassociate@ubscriber Flowsin Section12.9.1

12.7. Application Rules on Avaya SBCE

The followingsectiondescribeApplication RuleRW_AR, used in thilRemote Worker setting
In atypical customer installation, set tMaximum Concurrent Sessiongor theVoice
application to a value slightlyrdger than the licensed sessions

From the menu on theftehand sideselectDomain PoliciesA Application Rules
1 Selectdefault from Application Rules and clickClone button
1 EnterClone Name(e.g.,RW_AR) and clickFinish (not shown)
1 Click onRW_AR from Application Rules, then clickEdit button:
1 IntheAudio field:
- Checkin andOut
- Enter an appropriate value in thtaximum Concurrent Sessiondield (e.g.,
2000, and the same value in tMaximum Session r Endpoint field
- Leave theCDR Support field at Noneand theRTCP Keep-Alive field
uncheckedNo)
- Click onFinish (not shown)
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sip:4982@10.10.98.78:5061;transport=tls;subid_ipcs=3784557512

Alarms  Incidents  Status~ Logs~  Diagnostics  Users

Settings v Help ~  Log Out

Session Border Controller for Enterprise AVAYA

Dashboard Application Rules: RW_AR

Administration

Add [Fllter By Device... v\ Rename Delete
Backup/Restore ————

System Management Click here to add a description.
Global Parameters Application Rule
Global Profiles default-trunk
X Maximum Concurrent Maximum Sessions Per
> Application Type ] Out
PPM Services default-subscriber-low i o Sessions Endpoint
4 :
— default-subscriber-high [Audio & 2000 2000
Application Rules
Border Rules default-server-low Video 100 10
Sl e
Security Rules —T et
Signaling Rules CDR Support None
End Point Policy RTCP Keep-Alive No
Groups

Session Policies

Figure 89: Remote Worker Application Rule

Note: The ruleRW_AR is assigned to the End Point Policy GroupSection12.8

HV; Reviewed: Solution & Interoperability Test Lab Application Note: 920f 103
SPOC3/24/2017 ©2017 Avaya Inc. All Rights Reserved. IPCM7SM7SBCE/1



12.8. End Point Policy Groups on Avaya SBCE
A new End Point Policroups isdefined for Remote WorkeBMVM _RW.

To create the ne8MVM _RW group, click onAdd. Enter the following:
1 Enter a name (e.gSMVM _RW), and click orNext (not shown)
1 ThePolicy Group window will open. Enter the following:

- Application Rule = RW_AR (seeSection12.7)

Border Rule = default

Media Rule = SMVM_SP4 (seeSection7.3.])

Security Rule = default-low

Signaling Rule= default

T Click onFinish (not shown)

The End Point Policy GroupMVM _RW is used m the SubscrilreFlow Communicator in
Section12.9.1andRemote WorkeBerver Flow inSection12.9.2.1

Alarms  Incidents  Status~ Logs~  Diagnostics  Users Settings v Help ~  Log Out

Session Border Controller for Enterprise AVAYA
Dashboard Policy Groups: SMVM_RW -
Administration ‘vFﬂteria_y_ Device..._ v‘ Rename Clone Delete
Backup/Restore
Poli : =
System Management Click here to add a description..
Global Parameters CEENLEE Hover over a row to see its description.
Global Profiles |
- Policy Group
PPM Services demultmed
. Summary
‘Aoplication Rul default-med-enc
ppacaton:huics Order Application Border Security Signaling
Border Rules default-high
) 1 | |Rw_AR SMVM_SP defaul Edit
Media Rules default-high-enc
Security Rules

s 0OCS-default-high
Signaling Rules

End Point Policy avaya-def-low-enc
Broups avaya-def-high-subs
Session Policies

avaya-def-high-server
TLS Management

Device Specific Settings SMVM_RW

Figure 90: Remote Worker End Point Policy

12.9. End Point Flows on Avaya SBCE

12.9.1. Subscriber Flow

The Subscriber Flowis definedfor Remote Workers associated witle User AgentAvaya
Communicator that was created iBection12.6The below subscriber flow is configured for
Remote Worker to @aess Session Manager via Avaya SBCE.

From the menu on the leffiand side, seled@evice Specific Setting®, End Point Flows
Onthe Subscriber Flowstab, dick onthe Add buttonand ater the following:

1 Enter aFlow Name(e.g.,Communicator)

1 URI Group =* (default)
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User Agent= Avaya Communicator (seeSection12.6
Source Subnet= * (default)

Via Host = * (default)

Contact Host=* (default)

Signaling Interface = OutsideSIGRW (seeSection12.3

= =4 =4 -8 -

Click onNext (not shown) and the Profile window will open (not shown). Enter the following:
Source= Subscriber

Methods Allowed Before REGISTER =Leave as default

Media Interface = OutsideMedRW (seeSection12.2)

Received Interfae = None

End Point Policy Group = SMVM _RW (seeSection12.9

Routing Profile = To_SMVM _RW (seeSection12.5

TLS Client Profile = None

Signaling Manipulation Script = None

Presence Server Address Leave as blank

1
1
T
T
T
T
T
T
1

Click onFinish (not shown).

Alarms  Incidents  Status~  Logsv  Diagnostics ~ Users Settingsv  Help~  Log Out
Session Border Controller for Enterprise AVAYA
Dashboard End Point Flows: SBCE71

Administration
Backup/Restore

Global Parameters iy @ @
Globel Frofiles Modifications made to an End-Point Flow will oy take effect on new registra ons
PPM Services
Domain Policies
TES Management Priority  Flow Name URI Group Source Subnet  User Agent End Point Policy Group
+ e Specc et
£ Netw?:k Mzn:g:mi’:‘ 1 Communicator - ; Avaya Communicator  SMVM_RW View Clone Edit Delete
Media Interface
Signaling Interface
Figure 91 Remote Worker Subscriber Flowsi Communicator 1
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View Flow: Communicator X

- Criteria
Flow Name Communicator
URI Group *
User Agent Avaya Communicator

*

Source Subnet
Via Host x
Contact Host

Signaling Interface  OutsideSIGRW

Optional Settings
TLS Client Profile

Signaling Manipulation Script

None

MNone

~ Profile

Source

Methods Allowed Before REGISTER
User Agent

Media Interface

End Point Policy Group

Routing Profile

Presence Server Address

Subscriber

Avaya Communicator
OutsideMedRW
SMVM_RW

To_SMVM_RW

Figure 92 RemoteWorker Subscriber Flowsi Communicator 2
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12.9.2. Server Flow on Avaya SBCE

ThenewRemote WorkeBerver Flow(SMVM_RemoteWorker) is configured for the SIP
traffic flow from Session Manager to Remote Worker via Avaya SBIO existing Trunkng
ServerFlows (SMVM Flow inSection7.4.4.1and SP4 Flow itsection7.4.4.9 are alsaised
for Remote Worker.

12.9.2.1 Remote Worker Server Flow

From the menu on the leftand sideselectDevice Specific Setting#, Endpoint Flows
Select theéServer Flowstaband clickthe Add button(not shown) teenter the following:
Name= SMVM _RemoteWorker

Sewer Configuration = SMVM (seeSection7.2.4

URI Group =* (default)

Transport =* (default)

Remote Subnet= * (default)

Received Interface= OutsideSIGRW (seeSection12.3

Signaling Interface = InsideSIGRW (seeSection12.3

Media Interface = InsideMedRW (seeSection12.2

Secondary Media Interface= None

End Point Policy Group = SMVM_RW (seeSection12.9

Routing Profile = default_RW (seeSection12.5

Topology Hiding Profile = None (default)

Signaling Manipulation Script = None (default)

Remote Branch Office= Any (default)

Click Finish (not shown).

View Flow: SMVM_RemoteWorker X

A =20 _0_9_9_9_95_42_-2_-29._-=°_-2_-2

- Criteria - Profile
Flow Name SMVM_RemoteWorker Signaling Interface InsideSIGRW
Server Configuration SMVM Media Interface InsideMedRW
URI Group * Secondary Media Interface None
Transport 7 End Point Policy Group SMVM_RW
Remote Subnet * Routing Profile default_RW
Received Interface OutsideSIGRW Topology Hiding Profile None

Signaling Manipulation Script  None

Remote Branch Office Any

Figure 93 Remote Worker Server Flow
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12.9.2.2 Trunking Server Flow

Two existing Trunking Server Flows (SMVM Flow 8ection7.4.4.1and SP4 Flow irsection
7.4.4.9 are also used for Remote Worker.

View Flow: SP4 Flow X

- Criteria - Profile
Flow Name SP4 Flow Signaling Interface OutsideUDP
Server Configuration SP4 Media Interface OutsideMedial
URI Group * Secondary Media Interface None
Transport 2 End Point Policy Group SMVM_SP4
Remote Subnet & Routing Profile SP4 To_ SMVM
Received Interface InsideTLS Topology Hiding Profile SMVM_To_SP4
Signaling Manipulation Script None
Remote Branch Office Any

Figure 94: Trunking Server Flow i SP4 Flow

View Flow: SMVM Flow X

- Criteria - Profile
Flow Name SMVM Flow Signaling Interface InsideTLS
Server Configuration SMVM Media Interface InsideMedia1
URI Group B Secondary Media Interface None
Transport % End Point Policy Group SMVM_SP4
Remote Subnet " Routing Profile SMVM_To_SP4
Received Interface OutsideUDP Topology Hiding Profile SP4_To_SMVM
Signaling Manipulation Script  None
Remote Branch Office Any
Figure 95. Trunking Server Flow i SMVM Flow
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12.10. System Manager

12.10.1. Modify Session Manager Firewall: Elements A Session Manager A
Network Configuration A SIP Firewall

SelectRule SetsasRule Set for SMVM, click Edit button

Figure 96: Sesion Manageri SIP Firewall Configuration - Rules
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